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INTRODUCTION 


INTRODUCTION 


Tenant Program Objectives 

At General Growth Properties, Inc., our philosophy is to create retail 
centers that showcase interesting and successful stores. We 
encourage tenants to be creative and innovative with the design and 
construction of their stores and recommend that the Tenant work 
with experienced retail design professionals to accomplish the goals 
and requirements as set forth in the Tenant Package. 

Design and Technical Criteria Manual 

This Design and Technical Criteria Manual in conjunction with the 
Tenant’s Lease Agreement and the Specific Property Information 
Manual, is to be used by the Tenant and their design team for the 
preparation of construction documents and submittals to the 
Landlord for review and approval. 

Tenant Package 

The Design and Technical Criteria Manual, the Specific Property 
Information Manual and any record drawings (if available) are 
collectively referred to as the Tenant Package. The Tenant 
Package acts as a guide for the design and performance of all 
construction by the Tenant. It is the Tenant’s responsibility to 
ensure that the Tenant’s architect, engineers, and contractors are 
familiar with the Tenant Package. 

The Tenant Package is subject to periodic revision by the Landlord 
and the Landlord’s interpretation of the information contained in the 
Tenant Package is final and governing. 


Tenant Coordinator 

The Landlord has assigned a Tenant Coordinator to each Shopping 
Center. The Tenant Coordinator is responsible for reviewing the 
Tenant’s design submittals, and is available to provide assistance to 
the Tenant in meeting the overall objectives of the Landlord’s design 
program. 

All work performed by the Tenant is subject to a thorough design 
review and approval process by the Landlord. 
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CONDITION OF THE PREMISES \ FLOOR AREA CALCULATIONS \ PLAN SUBMITTAL REQUIREMENTS 


CONDITION OF THE PREMISES 


As per the Tenant’s Lease Agreement, the Tenant accepts the 
Premises in its "as-is" condition and state of repair. The Tenant, at 
their sole cost and expense, shall complete any improvements that 
may be required for the Tenant’s use of the Premises. All such work 
shall be in accordance with the Lease Agreement and Tenant 
Package. 

The Tenant will receive from the Landlord record drawings (if 
available) concerning the existing condition of the Premises. The 
Landlord does not guarantee the accuracy of the information 
contained in the record drawings. Therefore, the Tenant is 
responsible to perform a site survey to ensure that any 
discrepancies between the actual condition of the Premises, the 
record drawings, and the Tenant Package are addressed priortothe 
completion of the Tenant’s plans. 


FLOOR AREA CALCULATIONS 


The floor area for the Premises as represented in Exhibit "A" of the 
Tenant’s Lease Agreement, may be an approximation. IftheTenant 
deems necessary, the Tenant shall have a registered architect 
recalculate and verify the square footage. Any discrepancy with the 
square footage as represented in the Tenant’s Lease Agreement 
must be submitted in writing to the Landlord with complete 
documentation of the calculation. The exact floor area of the 
Premises shall be calculated as follows. The floor area calculation 
shall be measured from the outside face of exterior walls, from the 
outside face of supporting columns or structural walls which are 
adjacent to major tenants or theaters, from the outside face of all 
other walls which do not separate tenant spaces one from another, 
and from the center line of common demising walls which separate 
the Premises from adjacent tenants. If an expansion joint occurs 
within or between demising walls of the Premises, in which event the 


measurement shall be from the center of said expansion joint. 
Although the demising walls may be on the column center lines, the 
column (being thicker than the wall) may extend slightly into the 
Premises without deduction. No deduction is allowed for existing 
box-outs around columns, sprinkler risers, roof drains, mechanical 
chases, structural braces, or masonry sheer walls. 


PLAN SUBMITTAL REQUIREMENTS 


Prior to preparing construction documents, the Landlord requires 
that the Tenant, their architect and engineers field verify the existing 
conditions of the Premises. There may be discrepancies in the 
actual condition of the Premises and the guidelines contained in the 
Tenant Package due to previous remodels of the Premises and/or 
policy changes by the local governing authorities. 

Within 30 days after the Tenant receives the Tenant Package from 
the Landlord, and a minimum of 45 days prior to commencement of 
construction, the Tenant shall submit to the Landlord for review and 
approval, 2 sets of 1/4" scale fully-dimensioned architectural, 
mechanical, electrical and structural drawings and 1 set of 
reproducible drawings along with a material and color sample board 
of the storefront, ceiling and flooring materials. 

• All plans must be prepared by the Tenant’s licensed architect 
and/or engineer. 

• Each set and page of drawings shall be wet stamped, sealed and 
signed by the Tenant’s architect and/or engineer. 

• The Tenant’s architect, engineer(s) and contractor(s) shall be 
licensed in the state where the Shopping Center is located. 

• The Tenant’s submittal should be sent to the attention of the 
Landlord’s Tenant Coordinator and must include the specific 
Landlord requirements as described in the Tenant Package. 
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PLAN SUBMITTAL REQUIREMENTS 


All Plans Shall be Submitted to: 

General Growth Properties, Inc. 

110 N. Wacker Drive 
Chicago, IL 60606 
Attention: Tenant Coordinator 
(name of the Shopping Center) 

Architectural Plans 

Architectural plans must identify building column grid lines with 
Tenant’s finish dimensions tied to the column grid. A key plan 
identifying the space number and the location of the demised 
Premises within the Shopping Center must be included on the cover 
sheet. Architectural plans must also include the following: 

• Demolition plans 

• Storefront elevations with details showing the types of finish 
materials and colors 

• Framing plans and details with sections through the storefront 

• Floor plans showing flooring material and interior partitions 

• Reflected ceiling plan 

• Material and sample board of all finish materials and colors 

• Floor area square footage calculation 

Material and Color Sample Board 

Material and Color Sample Boards must include, at a minimum, the 
following: 

• Storefront materials 

• Interior walls, ceiling, and flooring materials 


Sign Drawings 

Sign drawings must be submitted in accordance with the criteria set 
forth in Exhibit "C" of the Tenant’s Lease Agreement. 
Manufacturer’s sign drawing submittals must include the following: 

• Dimensions 

• Letter style and type 

• Lighting specifications 

• Mounting hardware or installation method 

• Storefront elevations with the sign shown to scale 

• Section drawing of the sign 

Mechanical Plans 

Mechanical plans must identify building column grid lines with 
dimensions tied into the grid. The following must be included in the 
mechanical plans: 

• Heating and cooling load 

• Engineered calculations for energy consumption of HVAC 
equipment 

• Duct configuration, type, size and total CFM at each register 

• Calculations required by applicable energy efficiency codes 

• Location of all roof penetrations with sections for curb 
installation and structural support 

• Location, capacity, size and weight of all roof-mounted 
equipment 

• Air balance requirements for supply, exhaust and make-up air 

• Roof walk pads around all equipment 

• Removal of all abandoned equipment serving the Premises or 
located in or directly above the Premises, conduits, pipes, 
curbs, etc. and the repairing of the affected area to original like 
new condition 
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PLAN SUBMITTAL REQUIREMENTS 


Plumbing Plans 

Plumbing plans must include the following: 

• Sewer piping and connection details 

• Roof penetration and flashing details 

• Domestic water and sewer riser diagram 

• Clean-out locations 

• Specifications for materials used 

• Fixture schedule 

• Condensate piping detail 

• Saw cutting and slab repair specifications 

Electrical Plans, Calculations and Schedules 

Electrical plans must include the following: 

• Number of circuits 

• Connected load of each circuit 

• Panel schedule 

• Riser diagram 

• Light fixtures (size and number of each) 

• Total connected load 

Structural Plans and Engineered Calculations 

Structural plans must include the following: 

• Calculations and design for all Tenant necessitated loading and 
modifications to the building structure 

• Support framing plan for all roof mounted equipment 

• Support details for: transformers, water heaters, duct shafts, 
etc. 


Fire Protection Plans 

Fire protection drawings must be submitted to the Landlord’s 
insurance review consultant. 

Fireman’s Fund, Inc. 

P. O. Box 810 
Fishers, IN 46038-0180 
(317) 577-2303 
Attn: Mike Patterson 

Landlord Approval of Plans 

The Landlord or its architect and engineer will review Tenant’s 
submitted plans and specifications for compliance with the 
provisions contained in the Tenant’s Lease Agreement and the 
Tenant Package. Within 30 days after receipt by Landlord, the 
Tenant’s submitted drawings will be returned to the Tenant marked 
either "Approved", "Approved as Noted", "Approved as Noted- 
Resubmit", or "Disapproved-Resubmit". If stamped "Disapproved- 
Resubmit" the Tenant will have 15 days to revise and resubmit for 
final Landlord approval. Tenant must comply with the Landlord 
notes and comments on any drawings. The review and approval of 
Tenant’s plans, specifications or calculations by the Landlord or its 
agents, shall not constitute an implication, and/or representation by 
Landlord that said improvements are in compliance with any 
statutes, codes, ordinances and other governmental regulations. 

Compliance Responsibility 

The Tenant must comply with all applicable statutes, codes, 
ordinances and other governmental regulations for work performed 
by or on behalf of the Tenant. 
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STOREFRONT DESIGN 


A successful retail design relies on the vision and ability of the 
Tenant’s designer to provide an enticing and unique image of the 
Tenant and their merchandise. Because the average exposure time 
of the Tenant’s storefront and merchandise to a passing shopper is 
five to seven seconds, the Tenant must design a store that projects 
a positive image to attract shoppers into its store. A strong impact 
is achieved when a creative store design establishes a signature 
identity. This identity should begin with the Tenant’s storefront and 
signage and carry through to the display zone and sales areas of 
the store. Storefronts should employ imaginative use of materials, 
architectural elements, and creative merchandise presentation. 

Tenants should take advantage of opportunities afforded by the 
design criteria in this manual to emphasize creative designs and 
dynamic forms in a three dimensional manner. Storefront elements 
should de-emphasize linear and boxy forms and utilize angles, 
curves, gables, and material changes in vertical and horizontal 
applications. 


Storefront Reveal 

• Storefronts must have a 3/4" x 3/4" black metal reveal installed 
at the transition between the Tenant’s storefront and the 
Landlord’s neutral pier and bulkhead. This reveal provides a 
clean transition of materials and colors and allows free 
movement at the Landlord’s bulkhead. 

• A large-scale detail in section where this interface occurs must 
be included in the Tenant’s plan submittal. 
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STOREFRONT DESIGN 


Storefront Form 

• Storefronts must be volumetric and dimensional. The front 
planes of the storefront should be varied for a modulating 
effect. 

• The design should integrate components such as portal entries, 
glass doors, and maximize transparent areas of the storefront. 

• Vertical elements at the top of the storefront are strongly 
encouraged as opposed to a horizontal flat top. 

• Tenants are encouraged to incorporate cove lighting in the top 
of their storefronts. 

• Each Tenant’s design must incorporate a 6" wide opaque 
vertical element at the lease line next to the neutral piers. 

• Storefront openings may not exceed 50% of the length of the 
storefront. Wide open storefronts will not be permitted. 

• A minimum of 60% of the storefront must be transparent. 

• No single opaque portion of the storefront may exceed 5'-0" in 
width. 

Set Back Storefronts 

The Tenant may elect to set its show window glass, doors, grille line, 
or other storefront elements behind the lease line of the Premises. 
In this case, the Tenant should pay close attention to the flooring 
lay-out and design of the area between the storefront base and the 
existing mall flooring. Set backs are not considered to alter the floor 
area calculations of the Premises. 


Projection of Storefront 

• Portions of the storefront below 9'-0" may not project beyond 
the lease line unless the Tenant’s Premises is located in a pop- 
out zone. Please refer to the Specific Property Information 
Manual for detailed information. 

• Storefront projections 9'-0" above the floor are limited to a 
maximum of 2'-0" beyond the lease line. 

• Projections must incorporate three dimensional forms and 
utilize interesting materials which are integrated into the overall 
storefront composition, 

• Signage must play an integral role in creating a distinctive 
storefront design and promoting prominent Tenant visibility. 

• If visible by the public, the top surface of the storefront must be 
finished in a manner consistent with the storefront materials 
and design. 
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STOREFRONT DESIGN 


Storefront Framing and Support 


Glazing 


• Storefronts must be self-supported from the floor and • 
independent from the mall bulkhead. 

• Only approved horizontal bracing to Landlord’s structure will be 
allowed. 

• 

• Welding to Landlord’s structure will be allowed with Landlord’s 
written permission only, and must be done in accordance with • 
Landlord requirements. 

• A complete framing plan must be shown in the Tenant’s 

drawings. • 
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Projecting Storefront 
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Glazing panels must be a minimum of 3/8" thick and 4'-0" in 
width. Panels larger than 4'-0" wide must have a properly 
engineered frame work to support panel height and width. 
Glass thickness must correspond to overall size of panel. 

All glass must be tempered. 

Stained, leaded, etched, beveled, glass block, and other types 
of glazing are encouraged. Accent areas may have fritted, 
cracked or textured glass. 

Storefront glazing must utilize butt joint panels. Glass panels 
with butt-joint details must have polished, beveled edges and 
mitered corners. Overlapped corners will not be permitted. 

Butt-joint glass panels may have a maximum gap of 1/4". No 
silicone is allowed between panels. 

Vertical glass mullions are not allowed. 

Tinted or reflective glass (including use of mirror) is not 
permitted on storefronts or in the storefront display zone. 

Glass panels in excess of 9'-0" in height must utilize metal glass 
clips between the panes. Plastic glass clips and silicone are 
prohibited. 
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Storefront Entry Criteria 

• Storefront entries should incorporate a portal entry effect. 
Openings in excess of 50% of the width of the storefront are 
prohibited. 

• In stores where a narrow entrance is appropriate, hinged glass 
doors that can be locked in an open position are preferred over 
rolling gates and grilles. 

• Glass doors must be a minimum of 9'-0" in height. 

• Grilles must slide into pockets or retract overhead to conceal 
them from sight when stores are open. All tracks and guides 
must be recessed. 

• No part of the Tenant’s door may extend beyond the lease line. 

• The Tenant’s storefront entry must be a minimum height of 9'- 
0" from the finished floor to the bottom of the entry soffit. 

Neutral Piers 

• Each demising wall between tenant spaces is terminated by a 
neutral pier. Neutral pier widths may vary, and their layout 
should be field verified by the Tenant’s architect. 

• At the Landlord’s option, the Tenant is responsible for installing 
or retrofitting the neutral piers to match existing neutral piers in 
the Shopping Center. 

• The Tenant must verify the existing condition and configuration 
of the neutral piers during the site survey. 


Grilles 

Grille design and specifications must meet the following criteria: 

• Visible grille components must be fabricated of aluminum and 
have a natural brushed or anodized finish. Bronze, black or 
brown finishes are not allowed. 

• The controls and key switches for motorized gates must be 
recessed into the storefront and concealed with the storefront 
finish material. 

• Controls and key switches must be located no higher than 18" 
above the finished floor. Switches may not face the common 
areas of the Shopping Center. 

• All electrically operated overhead storefront gates must be 
equipped with a manually operated emergency release device. 

• The grille pocket recessed into the soffit must be finished up 
inside a minimum of 6". 

• All overhead gate support columns must be fitted with minimum 
5" x 5" x 1/4" base plates. The support columns must be sized 
to support any additional load from the storefront. The top of 
support columns where they are attached to the Landlord’s 
structure must be sleeved to allow for building deflection (see 
Landlord’s detail in the detail section of this manual). 
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Storefront Lease Line 

• The Tenant’s lease line may or may not coincide with the 
backside of the neutral pier. 

• The Tenant must meet with the Landlord’s on-site 
representative and field verify the exact location of the lease 
line. 

• Any portion of the storefront lower than 9-0" shall not project 
over the lease line into the Shopping Center or other common 
areas unless the Premises is located in a pop-out zone as 
allowed in the Specific Property Information Manual. 

• Swinging doors that project over the lease line into the mall or 
other common areas are prohibited. 

Storefront Display Zone 

The storefront display zone is the three-dimensional area which 

begins at the lease line (or storefront pop-out line) and continues 

back into the store approximately 6'-0" from the plane established 

by the location of the storefront glazing, entry door or grille line. 

• All elements of the storefront display zone will be considered in 
the design review process by the Landlord including ceilings, 
lighting, floors, walls, and floor fixtures. 

• Ceilings in the display zone shall be hard surface materials 
such as gypsum board, lath and plaster, and metal. 

• Lighting must be incandescent or low-voltage with recessed or 
high quality pendant fixtures. 

• Fluorescent light fixtures are not allowed in the display zone. 


• Floors must be a high quality hard surface such as stone, 
hardwood, tile or terrazzo. Carpet is not allowed in the display 
zone. 

• Signature signs and logos inlaid into the entry floor are 
encouraged. 

• Slat wall, grid wall and other similar wall merchandising systems 
are not allowed within the first 3'-0" of the display zone. 

• Display fixtures which are high end, dramatic, or customized are 
encouraged in this area. 

• Cash wraps are not allowed in the display zone. 

• Raised display platforms and specialty display fixtures are 
encouraged. Platforms higherthan 6" must be incorporated into 
the storefront sill construction. 

• Carpet is not allowed on display platforms. 

• Fire sprinkler heads must be fully recessed and concealed. 

• Electronic surveillance monitors located in the Tenant’s entry 
must be concealed within the interior’s architectural elements. 
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STOREFRONT MATERIALS 


Material Submittals 

• All store materials and colors are to be submitted on a sample 
board for the review and approval of the Landlord. 

• Materials not specifically prohibited may be used subject to 
Landlord’s approval. 

Materials and Details 

Tenants must utilize materials that are upscale in quality and 

appearance, resist wear and dirt penetration, and are durable and 

easily maintained. 

• The entire storefront area is subject to close Landlord scrutiny 
for quality of materials, detailing, and construction. The lower 
9'-0" of the storefront above the finished floor is the most 
critical for material durability. 

• Careful attention to transitions of differing materials is required. 
A defined edge must be established between different 
materials and surfaces, and also between mall and tenant 
finishes. 

Wood 

• Painted or stained wood may be used in design applications 
such as window frames, decorative trim or molding and for 
solid areas such as recessed decorative bulkheads. Wood 
may also be acceptable for larger architectural elements such 
as columns and entablatures. 

• Quality hardware and careful attention to detail is required 
when using wood finishes. 


• Wood paneling or plank construction will not be accepted, 
unless presented with a highly imaginative concept and 
approved in writing by the Landlord. 

• All detailing and construction is to be executed in a high quality 
craftsman-like manner. 

• Any wood used in the exterior finish construction of the 
storefront must be fire treated, kiln-dried, mill quality hardwood. 

• Extensive use of natural wood finishes is discouraged. 

• Wood which is not painted or stained must have a clear 
preservative sealant applied. 

• Painted wood must have a high quality enamel finish with a 
minimum of one coat of primer and two coats of finish. 

Metals 

• Metals such as solid brass, bronze, pewter, stainless steel or 
enamel-coated steel may be used for hardware, trim and panels 
when detailed appropriately. 

• High levels of quality will be expected for all creative metal 
applications and final written approval of special finishes is at 
the discretion of the Landlord. 

• Metal must be detailed to conceal lap joints and seams. All 
seams and joints must terminate on inside corners and be 
straight and even. Outside corners are to contain continuous 
brakes. 

• Metal panels are to be fabricated from heavy gauge material or 
attached to solid backing. Heavy gauge metals are required for 
larger flat areas to avoid an "oil canning" effect resulting from 
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STOREFRONT MATERIALS 


light reflection off an uneven or buckled surface. Scratches, 
warps, dents, occlusions, visible seams and other 
imperfections are not allowed. 

• Metal finishes such as textured or brushed stainless steel, 
galvanized, sandblasted, and etched metals are encouraged. 

• Polished metals should be solid, not plated, and limited to 
accent trim. Simulated finishes such as laminates and 
anodized aluminum are not permitted. 

• Coatings on natural metals are required to prevent tarnishing 
and must be maintained by the Tenant. 

• Unique treatments such as rusted, etched or imprinted steel 
will be considered. Patina finishes are encouraged. 

• Painted metals shall be powder coated or a high quality 
automotive type finish. Brushed or rolled on paint is prohibited. 

Stone 

• Granite, marble, limestone, slate and other natural stone 
materials may be used on storefronts, columns, fascia panels, 
trim and paving. 

• Careful, craftsman-like attention to detail is required at all 
connections and transitions with other materials. 

• Edge details on all stone applications will be thoroughly 
evaluated to avoid exposed or unfinished edges. All exposed 
edges must be polished, quirk mitered, or chamfered and 
finished to match the face of the stone. 


Stone used as paving material must have a flush condition when 
meeting other flooring materials. 

Tenants are to use appropriate sealants on natural stone to 
prevent staining and discoloration. 



Polished Corner 


• Transitions between stone and other materials must be 
established by the use of a metal reveal. 
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STOREFRONT MATERIALS 


Tile 


Solid Surface Plastic and Laminates 


The use of tile in a decorative manner is encouraged on storefronts. 

• Porcelain or ceramic tile in glazed or natural finishes may be 
used as accents and in limited field applications. Patterns used 
over large areas will be expected to have a sophisticated 
design. 

• Small and intricate mosaic tile patterns may be utilized for 
detail and accent. 

• Matte finishes on light colored tiles tend to show scuff marks 
and must be treated for stain prevention. Very light grout which 
shows staining from normal wear or maintenance is 
discouraged. 

• All tiles must be bullnosed at outside corners or coved at inside 
corners. Lap joints are not permitted. 

Plaster/Stucco 

• Plaster and stucco finishes may be used for limited area 
applications provided the finished texture is either a light dash, 
sand or smooth finish. 

• Plaster or stucco finishes should not be the primary storefront 
material and are to be used in combination with other high 
quality materials such as stone, wood or metal. 

• All plaster and stucco finishes shall be an integral color coat 
and not simply painted. 


Use of plastic laminates is limited to insets, framed panels, reveals, 
or accents. No exposed seams or outside corners are permitted. All 
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Storefront Pop-Out 



STOREFRONT MATERIALS 


Painted Surfaces 

• All painted surfaces used on storefronts shall be specified on 
the submitted drawings and are subject to written approval by 
the Landlord. 

• All paint should be of high quality for an even, durable and 
cleanable finish. 

• Painted wood surfaces must be properly prepared and sealed 
prior to the application of a high grade enamel. 

• Painted metal shall have a factory applied finish of baked 
enamel or powder coat. 

• Painted gypsum wall board will be allowed in limited quantities 
only above 9-0" from the floor. 

• High gloss and flat paint are not allowed. 

• Faux finishes may not be used without prior written approval. 


Prohibited Materials 

The following is a list of materials that are generally prohibited on 
storefronts. In rare instances, special consideration may be given to 
the use of a material if its application is highly original, creative, and 
essential to the theme or design concept of the storefront. This will 
be determined in the design review process by the Landlord. 

• Acrylic or plexiglass 

• Pegboard, plywood or plystran 

• Anodized aluminum 

• Mirror, tinted or reflective glass 

• Polished or plated metals - except as accent trim 

• Simulated brick, stone and wood 

• Vinyl fabric or paper wall coverings 

• Large areas of single surface materials 

• Sheet or modular vinyl 


Vinyl or back-lit fabric awnings 
Wood, vinyl or aluminum siding 
Vertical glazing mullions 

Plastic laminates other than as an accent material 
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SIGNAGE 


SIGNAGE 


A primary storefront sign is a requirement of the Tenant’s Lease 

Agreement and the Landlord’s design criteria. Signage must 

receive the same quality design and construction as the rest of the 

Tenant’s store. 

• All signs must be illuminated. 

• Tenant signs shall be designed in a mannerthat is imaginative 
and of a high graphic quality. 

• All signs shall be designed as an integral part of the storefront 
with letter size and location appropriately scaled and 
proportioned to the overall storefront design. 

• Signs are required to be fabricated of high quality material and 
in a craftsman-like manner. 

• Signage wording shall be limited to the Tenant’s trade name 
and shall not include a specification of merchandise sold or 
services rendered. Logos may not be used without prior 
written approval of Landlord. 

• Except as provided herein, no advertising placards, banners, 
pennants, names, insignia, trademarks or other descriptive 
material shall be affixed or placed on the glass panes and 
supports of the shop windows and doors. 

• One primary sign is permitted for each storefront elevation. 
Tenants located on 135° mall concourse corner spaces may 
have one sign on each frontage, however, the second sign is 
not to repeat the primary sign, but is to emphasize a graphic 
logo. Tenants located on 90° mall concourse corners are 
permitted signage on each frontage. 


• Signs must be designed so they do not encroach closer than 
36" from either side of the neutral piers. 

• Letter heights must be sized as detailed in the Exhibit "C" of the 
Tenant’s Lease Agreement and in the Specific Property 
Information Manual. 

• Signs which deviate from basic size and location requirements 
must be proportional to storefront elements. Approval will be at 
the sole discretion of the Landlord. 

• All illuminated signs located on the storefront or within the 
display zone shall be controlled by a time clock. 

• Signs are to be illuminated during mall business hours. 

• Signs must comply with all applicable codes and regulations and 
must bear a U.L. label. The U.L. label must not be visible from 
common area. 

• Manufacturer’s labels are not allowed on signs. 

• Installation of signs will not be permitted during business hours. 

• Tenants are responsible for providing access panels and/or 
catwalks required to service sign equipment. 

• Access panels are not permitted underneath the storefront entry 
soffit. All access panels must be concealed and located on the 
backside of the soffit. 

• Hums, flickers and light leaks are not permitted. 

• Attachment devices, bolts, clips, threaded rods, fasteners, 
tubes, raceways, conduit and other mechanisms are to be 
concealed from view. 
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SIGNAGE 


• Grommets and escutcheons are to be provided at fascia 
penetrations. 

Storefront Window Signage 

• Storefront window signage may consist of either the Tenant’s 
logo or the Tenant’s trade name. 

• Window signs may be lettering and/or logos applied directly 
onto the storefront glazing. 

• Window signage may be painted, silkscreened, metal leafed or 
individual reverse cut vinyl letters. 

• All window signage shall be applied directly to the interior of the 
glass surface, and be free of flaws and air bubbles. 

• Maximum area of signage is 144". 

• Static-type signage is prohibited. 

• Window signage printed on a clear plastic background is 
prohibited. 

• Sand blasted, acid etched or permanently integrated signage 
is prohibited in the storefront glazing system. 

Transom Window Signage 

An option for signage painted on the storefront glazing is to display 

the Tenant’s logo or letters on the transom glass above the Tenant’s 

entry door. 


• The transom window signage area may not exceed 600 square 
inches. Painted signage on storefront glazing is to be either 
silk-screened, back painted or metal leafed onto the glass. 

• Only Tenant’s logo or trade name is allowed. No services or 
products may be listed. 


Neon Signs 

• The back half of neon tubes are to be blacked out to reduce 
glare. 

• Skeleton neon may only be used as an accent or trim and 
cannot comprise the Tenant’s entire sign. 

• All skeleton neon must be traced by a non-reflective solid shape 
or surface. 

• Rheostat controls are to be integral with transformers for 
Landlord adjustment. 

Encouraged Signage 

• Reverse channel, halo letters. 

• Exposed neon, recessed in open metal channel letters or 
backed by a non-reflective solid shape. 

• Internally illuminated routed fascia with pushed through 
plexiglass letters - minimum 1/2" exposure. 

• Edge-lit, sand blasted glass with a continuous light source (no 
spot lights). 

• Cast metal letters set off the fascia surface a minimum of 3/4". 
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SIGNAGE 


• Metal leaf on glass. 

• Silk-screened on glass. 

• Threshold signs installed flush into the flooring. 

• Externally illuminated signs are subject to Landlord’s written 
approval. Light fixture cut sheets must be submitted with sign 
drawings. 


Prohibited Sign Types 

• Internally illuminated awnings 

• Internally illuminated plexiglass faced channel letters 

• Vacuum-formed or injection-molded plastic signs 

• Flashing, scintillating, audible or odor producing signs 

• Temporary or "sales" signs attached to storefront glazing 

• Freestanding tripod signs 

• Paper, cardboard or styrofoam signs 

• Credit card and advertising placards, decals, stickers or 
trademarks 

• Signs with visible manufacturers labels 

• Carpet or rubber entry mats with signage 

• Non-illuminated signs 

• Standard box or cabinet signs installed directly on the sign band 
area 

• Plexiglass box or cabinet signs with vinyl or painted letters 
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Lettering painted directly on storefront fascia 

Sandblasted, acid etched or permanent integrated signage into 
the storefront glazing system 





INTERIORS 


INTERIORS 


The design concept of the Tenant’s storefront and display zone 
should be reflected in the design of the store interior. Materials and 
finishes used in the interior of the store must be included on the 
Tenant’s submitted sample board. 

Fixtures and Furnishings 

The Tenant is responsible to furnish and install all fixtures, 
furnishings, equipment, shelving, trade fixtures, leasehold 
improvements, interior decorations, graphics, signs, mirrors, coves 
and decorative light fixtures and other special effects. Tenant’s 
fixture plans must be submitted to the Landlord for written approval. 


Expansion Joints 

Expansion joints are installed as a necessary function of the 
Shopping Center structure. I n the event that such an expansion joint 
occurs within the Premises, the joint must be clearly identified on the 
Tenant’s plans. The Tenant must allow for free movement of the 
finish materials adjacent to these joints. The Landlord will not accept 
responsibility for finish materials installed near and/or over the 
expansion joints. 



Flooring Transition 
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INTERIORS 


Flooring 

Floor treatments should reflect the character and concept of the 

store design. 

• Carpet must be of commercial grade and suitable for high 
traffic use. 

• Carpeting must be a minimum 26 oz weight. 

• A 1/8" thick metal screed or "terrazzo screed" is required at all 
hard surface flooring transitions. Vinyl or rubber flooring 
transition strips are prohibited. 

• A hard surface floor material is required in the storefront 
display zone. Hard surface treatments that may be used 
include marble, granite, stone, hardwood, terrazzo and ceramic 
tile. 

• Quality floor materials, such as glazed or unglazed paver tile or 
wood parquet may be used in Tenant’s sales areas. Faux 
flooring materials are typically prohibited. 

• Raw concrete may not be used in the Tenant’s sales areas 
without prior written approval of Landlord. 

• Toilet room floor coverings must consist of nonabsorbent 
materials. 

• All floor finishes shall have a flame spread rating not to exceed 
25 and a smoke density not to exceed 450. 

• Vinyl composition tile or sheet vinyl products are not allowed 
within the public areas of the store. 

• Vinyl cove base is not allowed in the sales area of the store. 


• At the storefront entry, all floor-covering materials must be 
selected or adapted in thickness to correspond exactly with the 
level of the finished Shopping Center floor. 

• In some areas, the Landlord has extended the mall flooring 
beyond the lease line several inches in order to avoid short 
cutting of tiles. If it is necessary that the Tenant cut into the 
existing mall tiles, extreme care must be taken as any damage 
to the mall tiles will be repaired and replaced at the Tenant's 
expense. 

• Prior to installing Tenant’s flooring, food service tenants must 
install a troweled down water proofing membrane system over 
the entire floor area of the Premises. Upper level tenants must 
install a troweled down waterproofing membrane in areas 
containing restrooms, sinks, food and beverage service or 
preparation equipment, and other similar areas. 

Slab Penetration 

Approval of Tenant’s plans does not constitute an approval for the 
Tenant to penetrate or cut the building’s floor slab. The Tenant must 
obtain specific written approval from the Landlord prior to performing 
any work on the building’s floor slab. The Tenant shall thoroughly 
investigate the area below the slab to ensure it is free from footings, 
grade beams, utilities, equipment, structural beams, post-tension 
cables, etc. 

Upper Level Slab 

• All upper floor penetrations must be clearly shown and 
dimensioned on Tenant’s plans for Landlord’s written approval. 

• Penetrations shall be sleeved 2" above the finished floor and 
sealed to prevent odors and/or liquid from penetrating the floor. 
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INTERIORS 


• Design and construction costs for additional floor support shall 
be at Tenant’s expense, 

• The Tenant shall coordinate all work with the lower level tenant 
including after hour security. 

Prior to making any penetrations, the Tenant shall do the following : 

• Lay out the penetration with the Landlord’s on-site 
representative, 

• Check the structure below for possible conflicts. 

• Drill a 1/4" pilot hole at the center of the penetration. 

• Place a rod or string through the pilot hole. 

• Contact Landlord’s on-site representative for inspection prior to 
core drilling or saw cutting the floor. 

Upper Level Slab Reinforcement 

• Holes between 8" square and 2'-0" square must be reinforced 
with 2-1/2" x 2-1/2" x 1/4" steel angle frames between joists or 
beams, and between the angle frames to provide direct support 
around the edges of the hole. 

• Holes between 2'-0" square and 4'-0" square must be 
reinforced with 3" x 3" x 1/4" steel angle frames between joists 
or beams, and between the angle frames to provide direct 
support around the edges of the hole. 

• The top flange of the angles between the joists or beams must 
extend over the top of the joist or beam and be tack welded to 
prevent movement. 


• The floor deck around the opening must be welded to the angle 
frames. 

• The angle frame member can be eliminated on the side of an 
opening that is within 6" of a joist or beam. 

• Openings required to be larger than 4'-0" square must be 
reviewed by the Landlord’s structural engineer. The Tenant is 
responsible to contract directly with the structural engineer and 
provide the Landlord with all pertinent information. 

Lower Level Slab 

In most instances, the Landlord has provided a finished concrete 
lower level floor slab. Any damage caused to existing under-slab 
utilities, footings, etc. shall be repaired by Tenant at their sole cost 
and expense. 

Lower Level Slab Repair 

• The concrete slab shall be repaired and patched back as 
follows: 

• Compact backfill and sub-grade work to 95% ASTM D-1557 
modified Procter at optimum moisture. Tenants must supply 
a soil compaction report from an approved testing company 
if requested by Landlord. Tenant must verify the quantity of 
granular fill, and must provide additional fill as required to 
the bottom of slab. Granular fill must be 3/4" to 1" minus 
gap graded gravel. 

• Drenching the backfill with water is not allowed. 
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INTERIORS 


Ceilings 

Ceiling treatments should accentuate the design of the Tenant’s 

store. A variation of ceiling treatments such as coves, coffers and 

soffits should be used in the design. 

• Gypsum board and plaster ceilings are encouraged in the sales 
area. 

• The ceiling in the storefront display zone must be gypsum 
board or other acceptable hard surfaced materials. T-bar 
acoustical ceiling treatments are not allowed in this area. 

• Tenants are encouraged to treat the transition from the ceiling 
in the display zone to the ceiling in the sales area by utilizing 
varying ceiling heights and materials. 

• Open to deck ceilings or open grid ceilings may be allowed at 
the Landlord’s discretion. These types of ceilings must be 
painted or have a finished appearance. 

• Acoustical ceiling treatments in the sales area shall be 2' x 2' 
recessed tegular or 2' x 4' Armstrong Second Look tile with a 
tegular edge. Standard acoustical ceilings in 2 ' x 4’ modules 
are not allowed in public areas of the store. 

• Expansion joints are installed as a necessary function of the 
Shopping Center structure. In the event that such an 
expansion joint occurs within the Premises, the joint must be 
clearly identified on Tenant’s submitted plans. The Tenant is 
responsible to install finish materials adjacent to these joints in 
a top quality workman-like manner. 

• Combustible materials will not be allowed above the Tenant’s 
finished ceiling. 


• Security devices are to be entirely concealed within the store 
architectural elements. Under-floor or in-ceiling systems are 
preferred. 

• Prior to the installation of the ceiling in the Premises, the 
Tenant’s contractor must contact the Landlord’s on-site 
representative to arrange for an inspection of all work above the 
ceiling. 

Ceiling Heights 

Ceiling height limitations may be created by as-built conditions, and 
floor-to-floor heights may vary throughout the Shopping Center. 
Where building conditions permit, ceilings heights may be maximized 
with the written approval of Landlord. Any relocation or modification 
of the existing piping, conduit, and/or duct work necessitated by the 
Tenant’s installation of a ceiling shall be the responsibility of the 
Tenant. 

Ceiling Materials 

All ceiling materials must be non-combustible and specified as Class 
"A" insulation or equivalent. Ceiling material finishes must be 
included on the materials sample board and approved in writing by 
the Landlord. 

Access Panels 

Access panels and catwalks above the ceilings required to serve the 
Tenant’s or Landlord’s equipment shall be installed by the Tenant at 
their sole cost and expense and shall not be visible from the 
Shopping Center common area. 
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WALLS 


Support Bracing 

The Tenant is responsible for the installation of additional bracing 
as required by the type of ceiling system in the store. The roof deck 
may not be used as a means of support for the ceiling. All support 
wires and fasteners must be attached to the structural portion of the 
Shopping Center structure. 


WALLS 


Demising Walls 

If not already existing, the Tenant is responsible for the cost and 
installation of demising wall studs, gypsum board, demising partitions 
or vertical neutral strips separating the Premises from adjacent 
tenants or from other areas of the Shopping Center. 

• The Tenant must install 5/8" gypsum wall board on the Tenant’s 
side of demising partitions. 

• All demising partitions shall be constructed with a minimum of 
a one-hour fire rating. A two-hour rating may be required in 
some areas as per local codes. 

• On the Tenant’s side of all demising walls and service corridors, 
the Tenant must furnish and install 5/8" type (Type X), fire rated 
gypsum board taped and bedded airtight to the upper level slab 
or roof deck. 

• The area between the ceiling and the structure above may be 
used as an air plenum. The Tenant must seal in an airtight 
manner, all ducts, piping, and penetrations through the demising 
walls. 

• Insulation must be installed in demising walls according to local 
building codes. 

Sound Control 

If required by the Landlord, the Tenant shall install sound insulation 
within the demising walls. An STC rating of 50 or better will be 
required in the walls and ceilings if the Tenant's business operations 
create sounds, noises or vibrations which may disturb the Landlord, 
other tenants, or patrons in the Shopping Center. 
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WALLS 


Support Bracing 

• Pre-installed demising wall studs are not designed to 
accommodate cantilevered or eccentric loads. 

• The Tenant must provide the Landlord with anticipated load 
and weight calculations for any wall hung fixtures. 

• If Landlord deems necessary, the Tenant shall provide backing 
and bracing support to demising walls to compensate for 
loading imposed by the Tenant’s wall-hung fixtures at the 
Tenant’s expense. 

• Walls that support wall mounted fixtures or light soffits must be 
braced. 

• For any loading in excess of 50 lbs. per lineal foot, the Tenant 
is required to install a continuous 6" metal stud track above the 
ceiling line with a 45°, 20 gauge, 3-5/8" metal stud kicker 
installed at 4'-0" on center extending to the overhead structure. 
Do not attach to the roof decking. 

• No attachments for the kickers are to be made to the metal 
deck. 

Columns 

The Tenant shall furr-out all columns within the Premises and install 

5/8" Type X gypsum wall board and fire tape. 


Deck Deflection 

All demising walls must be constructed to allow up to a 1/2" 
deflection in the overhead construction. To accommodate the 
deflection, it is mandatory that the demising wall studs be left 
unattached to the top track. The drywall subcontractor must be 
instructed to remove the screw from the top track connection just 
prior to applying the top course of gypsum wall board. No drywall is 
to be attached to the top track. The top gypsum board attachment 
screw is to be placed 8" below the top plate of the demising wall. 
(Please refer to the Specific Property Information Manual for 
details.) 

Wall Treatments and Finishes 

Wall treatments should reflect the architecture and concept of the 
store design. 

• Slat wall, grid wall and other merchandising systems are not 
permitted within the first 3'-0" of the store entry. 

• All slat wall must contain metal or plastic inserts in the slots and 
the substraight material must not be visible. 

• A variation of display systems and built-in architectural 
components should be used to reinforce the storefront design 
theme. 

• Select vinyl wall coverings are allowed only within the interior of 
the store. 

• Recessed wall standards are permitted. 


• Open shelving with visible brackets and surface-mounted 
shelving systems are prohibited. 
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LIGHTING 


• All interior partitions shall be metal stud or non-combustible 
wood frame construction with taped and finished fire rated 
gypsum board on all sides. 

• Exposed concrete walls are not permitted in the sales area of 
Tenant’s Premises. Existing concrete walls not concealed by 
fixtures must be finished with the same materials and colors as 
used throughout the store. 

• All interior wall surfaces shall be finished. Stockroom walls 
must be painted. 

• Wall finishes must have a flame spread rating not to exceed 25 
and a smoke density not to exceed 450. 

• Exposed masonry walls are not permitted. 

• In stockrooms that do not have ceilings, the drywall on the 
perimeter walls must be extended and sealed to the structure 
above. 

• All materials concealed in demising walls, partition walls, 
storefronts, soffits, etc., must be stamped noncombustible. 

• All toilet room partitions must have water resistant gypsum wall 
board to the ceiling and waterproof wainscoting 4'-0" from the 
finished floor on all wet walls with a side wall return as required 
by code. 

• All existing walls shall be repaired to satisfy the above listed 
requirements. 


LIGHTING 


Lighting is an essential and integral part of store design and greatly 
influences the appearance of the storefront, displays and interiors. 


• Tenants are required to incorporate perimeter lighting which 
washes the walls with light. 

Lighting Criteria 

• Incandescent lighting is required in the display zone of the 
Tenant’s store and is encouraged as accent lighting in the 
interior of the store. 

• Light fixtures are to have non-reflective baffles. 

• Decorative fixtures visible from mall common areas are to be 
submitted to Landlord for written approval. 

• Fluorescent fixtures are to have parawedge or parabolic 
diffusers with a metallic finish. 

• Lighting fixtures must carry the U.L. label. 

• City, State and Federal code compliance is required. 

• Interior neon lighting is subject to written approval by the 
Landlord. 

• Lantern or carriage type fixtures must use etched or 
sandblasted glass so the lamp is concealed. 
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Prohibited Lighting 

• Excessively bright, flashing and sequencing lights are 
prohibited. 

• Bare lamps are not permitted. 

• Acrylic lenses and egg crates are not permitted. 

• Tivoli lights are not permitted. 


Concealed Soffit Lighting 
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FOOD SERVICE TENANTS 


FOOD SERVICE TENANTS 


Storefront and Counters 

Dining areas, furnishings, materials, display cookery, food 
preparation and cooking areas visible from the storefront must meet 
the display zone criteria for durable, high quality materials and 
detailing as previously outlined in this manual. Support rooms and 
storage are to be concealed from public view. 

• Maximum front service counter height is 3'-6". Counter design 
including heights, must comply with all ADA accessibility 
guidelines. 

• Cash registers, drink, cup, utensil and tray dispensers must be 
recessed and not extend more than 12" above the counter top. 

• Counter tops must be metal ceramic tile, stone, marble, 
"Corian" or other similar materials. 

• Counters are to have a 6" high base of ceramic tile, stone or 
metal. No plastic laminate, wood or rubber base will be 
allowed. 

• Cove lighting is required at the front edge of service counter. 

• Food displays requiring a sneeze guard or glazed deli-type 
case are limited to 50% of the total counter length. 

• Tile flooring throughout the Premises must utilize an epoxy 
type grout and a continuous coved base a minimum of 4" high. 

• Tile flooring in service areas without cooking equipment must 
have sealed grout. 


• All floor slab penetrations must be sealed according to the 
criteria in this manual. 

• Floor tile must be installed using an epoxy based grout. 

• Upper level tenants must install a troweled down water proofing 
membrane system over the floor slab prior to the installation of 
flooring. 

• Food service counters for tenants not located in a food court 
area must be set back behind the lease line at least 2’-0" to 
reduce the possibility of customer stacking in the mall common 
area. No portion of the front service counter will be allowed at 
the lease line. 


• Ceilings in the counter area must be, at a minimum, 
water/moisture gypsum board with a painted finish. 





FOOD SERVICE TENANTS 


Restaurants 

• Restaurant storefront design is subject to the same criteria and 
specifications as other tenant storefronts. Please refer to the 
storefront design section of this manual. 

• If a dining area is located at the storefront, a minimum 2'-6" 
high bulkhead at the ceiling lease line is required to separate 
seating areas from the mall common area. 

Menu Board Criteria 

Menu boards are an integral part of the design of a food tenant’s 

space and sign shop drawings for menu boards must be submitted 

for review. 

• Discrete illuminated and framed menu signs are permitted at 
the back wall of food tenant spaces and are subject to 
Landlord’s written approval. 

• Menu boards are to be built into the wall surface and trimmed 
or framed. 

• Menu text is to be permanently affixed to its backing. 

• Some changeable word systems are permitted with prior 
written approval of the Landlord. 

• Permitted backing materials are metal, wood, acrylic and glass. 
Minimal use of seamless plastic laminates may also be 
permitted. 

• Creative presentations of prepared food photographs 
interspersed between text panels is allowable. 

• The maximum height of the menu board is 36" high. 


Prohibited Menu Boards 

• Surface-mounted ‘can’ style. 

• Sign panels with advertising transparencies. 

• Food-supplier product advertisements. 

• Specials boards with grease pencil or chalk applications. 
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PERIMETER AND EXTERIOR WORK 


PERIMETER AND EXTERIOR WORK 


Penetrations 

Penetrations of exterior walls by the Tenant are not permitted 
except as approved in writing by the Landlord. The Tenant shall 
provide all required fire dampers or other protection devices as 
required by code. 

Finishes 

In instances when the Tenant’s construction work joins or meets 
other existing finishes, the Tenant is responsible to repair any 
existing finishes disturbed by the Tenant’s construction to like new 
condition. 

Equipment Screens 

If the Tenant is permitted by the Landlord to install any equipment 
on the roof or near the exterior of the Premises, and in Landlord’s 
sole judgement, this equipment is visible, the Tenant must erect a 
screen to shield the equipment from view. Screen must be 
submitted and approved by the Landlord prior to installation. 


Service Doors 

If not already existing, the Tenant shall provide service doors and 
hardware as required by local building codes and the Landlord’s 
requirements. The service door must swing 180° in the direction of 
travel and be equipped with necessary code-required hardware. The 
Tenant shall furnish and install a minimum 1-hour fire rated, 3'-0" x 
7'-0" hollow metal service door and frame SDI grade III, connecting 
to the interior service corridors or the exterior of the Premises as 
required by code. The Tenant is required to provide for the complete 
installation of the door which includes, but is not limited to: the 
installation of the door cutout, construction of an alcove if required, 
patching and repairing all existing finishes, installation of headers, 
proper anchorage of the frame, installation of 4041-H-CUSH-689 
LCN closure, and kick plates on both sides of service door. This 
specific hardware must be identified on the Tenant's plans. On 
exterior doors a lock-guard and a latch may be installed. 

Service Door Signage 

• Doors must be labeled with the Tenant’s space number and 
name, in 1" high letters using engraved bakelite or a similar 
material. 

• The Tenant must contact the Landlord’s on-site representative 
to verify the exact style of sign that should be installed. 

Door Beil 

The Tenant is permitted to install a doorbell pushbutton in the door 
jamb at 5'-0" above the floor. Pushbuttons should be round and 
lighted and should be specified as Nutone PB-1 or equivalent. 
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HVAC 


HEATING, VENTILATING AND AIR CONDITIONING 


General HVAC Requirements 

• Tenants are responsible for the design and installation of their 
own HVAC system. 

• All HVAC work required by the Tenant in addition to any which 
may have been provided by Landlord, is at the Tenant’s sole 
cost and expense. 

• The Tenant’s work includes without limitation, supply of 
supplemental or additional HVAC, connection to supply and 
return lines, ductwork, and controls or circuitry required for the 
complete operation of the system. 

• The Tenant must furnish and install thermostats which control 
the temperature in the Premises. 

• The HVAC system serving the Premises either through a 
regional system or through a separate HVAC system must be 
designed to cool and heat air automatically. 

• For most tenant spaces, the system must be designed to 
maintain a positive air pressure within the Premises so as not 
to drain conditioned air from the enclosed mall. 

• Odor producing tenants such as salons and food producers 
must maintain a 10% negative air pressure as a means to 
prevent odors from entering into the common areas or other 
tenant spaces. 

• The installation of all HVAC equipment and systems shall be 
made only by persons properly trained and qualified by the 
manufacturer of the equipment or system to be installed. 


• The Tenant’s HVAC system must be balanced by a certified 
contractor. The air balance report must be submitted to the 
Landlord at the completion of construction. 

• The Tenant must use a Landlord-approved roofing contractor to 
perform all roof work. 

• The Tenant must contract directly with a Landlord-approved 
HVAC company to provide regular maintenance for the air- 
conditioning system. 

Equipment 

New HVAC equipment must be specified as one of the following 

brands: 

Carrier 

Trane 

Lennox 

McQuay 

York 

Existing Equipment 

• If specifically provided for in the Tenant’s Lease Agreement, the 
Tenant may elect to reuse existing HVAC equipment serving 
the Premises. This equipment must be repaired and 
reconditioned to the Landlord’s satisfaction. 

• Costs to modify or add operational capacity to existing 
equipment is the sole responsibility of the Tenant. 

• The Landlord does not warrantee any existing equipment. 

• The Tenant must verify the condition of existing equipment by 
physical inspection. 
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HVAC 


Removal and Replacement 

• If the Tenant elects to replace the existing HVAC equipment, 
the Tenant must remove such equipment and all associated 
conduits, pipes, ductwork, curbs, and flashings, and properly 
restore the affected area to like new condition. 

• The Tenant must install new equipment curbs as reusing and 
modifying existing curbs is prohibited. 

Support and Bracing 

• The Tenant must provide necessary structural modifications to 
the existing Shopping Center for the installation of all rooftop 
equipment. 

• Structural engineering plans and calculations prepared and 
stamped by a structural engineer licensed in the state the 
Shopping Center is located, are required to be submitted to the 
Landlord for written approval. 

System Temperature Settings 

• The heating system in the Tenant’s Premises must be capable 
of maintaining an inside dry bulb temperature of 70°fahrenheit 
with an outside temperature of 3° fahrenheit. 

• The cooling system must be capable of maintaining an inside 
temperature of 72° fahrenheit with an outside condition of 105° 
fahrenheit dry bulb and 70° fahrenheit wet bulb. 

Duct Work 

The Tenant shall provide all duct work and accessories for air 

distribution. All duct work must be designed and installed in 

accordance with the Tenant’s Lease Agreement, procedures 


described in the ASHRAE Guide, and in accordance with the latest 
methods recommended in the Sheet Metal and Air Conditioning 
Contractor’s National Associations (SMACNA) Low Velocity Duct 
Manual, latest edition. Fire rated duct shafts shall be supported from 
the floor of the building structure. 

Diffusers 

Ceiling diffusers must be similar in quality to the Tuttle & Bailey 
DSLA with #6 controls, which contains an opposed blade volume 
control and separate extractor. 

Ceiling Access Panels 

The Tenant shall provide 24" x 24" access panels in the ceiling as 
required to provide access to equipment and dampers. These 
panels must not be visible from the mall common area. 

Equipment Warranty 

The Tenant must provide the Landlord with a one year unit warranty 
and a five year compressor and ten year heat exchanger guarantee 
for all new air conditioning systems. 

Equipment Identification 

The Tenant must affix an engraved sign on all roof mounted 
equipment identifying the Tenant’s space number and trade name in 
2" letters using bakelite material. 

Condensate Piping 

• The Tenant’s HVAC system must provide condensate piping 
from the condensing unit and connect it to a point above the P- 
trap of the lavatory in the Tenant’s Premises. 
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HVAC 


• Condensate piping which drains directly on the roof or into a 
floor drain is not allowed. 

• Condensate piping must be type M copper and be insulated. 


• For roof mounted equipment, the condensate piping must 
penetrate the roof at a point not closer than 12" and no further 
than 20" from the rooftop unit. 

Roof Jacks 

Roof jacks are not allowed to serve more than one pipe or conduit. 

Toilet Exhaust Systems 

• The Tenant may reuse the existing toilet exhaust duct serving 
the Premises. 

• The Tenant is responsible for installing and maintaining all 
exhaust ducts serving the Premises. 

• Toilet room exhaust fans must be powered by an electric motor 
drive, provided with a back draft damper interlocked with the 
light switch, and connected to the master toilet exhaust duct 
system or a separate system provided and installed by the 
Tenant. 

Special Exhaust Systems 

Odor producing tenants must design and install an engineered 

exhaust and make-up air system designed to keep odors from 

penetrating into the common areas or other tenant spaces. 


• Odors from kitchens, dining rooms, cafeterias, beauty styling 
and nail salons, pet stores and other businesses must be 
exhausted through a system furnished by the Tenant. 

• The exhaust fan must be connected to a lighting circuit in the 
Premises and run continuously during business hours. 

• A multi-speed motor is required on exhaust equipment if the 
comfort air conditioning units are equipped with an economizer. 

• The exhaustfan, airconditioning blower motor, and economizer 
must be interlocked to ensure the exhaust fan is operating 
whenever the air conditioning blower is operating and the 
exhaust fan speed must automatically adjust as the economizer 
modulates. 

• Make-up air must be conditioned air. 

• Exhaust air levels must be based on local building codes and 
requirements of the Landlord. 

• All odor exhausting roof-mounted equipment must be of the 
horizontal discharge type. 

• The unit must be located so that the discharge end directs the 
exhaust fumes over the parapet wall. 

• No part of the unit may be placed so it can be seen from any 
portion of the Shopping Center. 

• If the Landlord determines that it is necessary, the Tenant must 
provide screening of rooftop equipment. 
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HVAC 


Discharge Dampers 

• Exhaust fan discharge dampers must be specified as parallel 
blade with a neoprene lined edge. 

• Discharge dampers must be reasonably air-tight when closed 
and located close to an outdoor outlet with a damper control 
operator to keep it closed when the fan is off and open when 
the fan is on. 

Kitchen Exhaust 

Grease fans must be provided with a drainage area at the bottom 
of the unit. The drainage area must include a residue trough and 
be cleaned routinely. The location of the exhaust fan may not be 
less than 15'-0" from any air intakes to avoid contaminating air 
supplied to other tenants. An indicator light must be wired into the 
kitchen exhaust fan circuit and the light must be mounted so as to 
be visible from the customer side of service counter. 

Grease Guards® 

A Grease Guard® grease containment system manufactured by 
Facilitec® must be installed by the Tenant on all roof mounted, 
grease producing equipment. No substitutions will be allowed. The 
Tenant must contact Facilitec® at 180 Corporate Drive, Elgin, 1L 
60123, phone: (800)284-8273; fax: (847)931-9629. 

Discharge Air 

Exhaust discharge outlets and relief air outlets must be mushroom- 
type. Locations and projections above the roof must be approved 
by the Landlord and comply with local building codes. Projections 
above 3'-0" tall require special approval. 


Damper Controls and Interlock 

Damper controls and interlock to maintain the air balance as 
designed must be provided by the Tenant and approved by in writing 
by Landlord. Exhaust and make up air equipment controls must be 
interlocked to ensure simultaneous operation. 

Food Preparation Systems 

Equipment and systems for food preparation areas shall be installed 
in accordance with the National Fire Protection Association 
Standard, latest edition. 

Air Balance 

The Tenant shall have the air distribution system balanced by an 
independent balancing contractor and submit a copy of the report to 
the Landlord. 

Miscellaneous HVAC Requirements 

• A 110 volt 20 amp GFI outlet must be installed at all roof top 
HVAC units. 

• No equipment or curbs may be installed closer than 24" to one 
another. 

• Exhaust vents may not be installed within 15'-0" of any supply 
air vent. When locating restaurant supply and return ducts, 
special consideration should be given to the direction of the 
discharge from the exhaust vent, and the distance between 
supply air intake ducts and exhaust ducts to prevent odor from 
entering other systems. 

• All conduits and plumbing must penetrate the roof no closer 
than 12" and no farther than 20" from equipment. 
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Curbing should be at a minimum height of 14". 

All conduits penetrating the roof must be EMT or rigid piping. 
All rooftop wiring must be encased in conduit. 

Disconnect switches must be attached to equipment. 


PLUMBING 


Existing Conditions 

Water service and sewer laterals may be supplied by the Landlord 
and brought to a point above or directly beneath the Premises. The 
Landlord has no obligation to provide water or sewer to the Premises 
unless specified in the Lease Agreement. Any modifications to the 
existing system shall be the responsibility of the Tenant. 

System Standards 

The Tenant must provide a complete plumbing system including 
fixtures and toilet accessories. The Tenant must furnish and install 
all required plumbing for the Premises according to the Uniform 
Plumbing Codes, state and local government codes and the 
Landlord's requirements. 

Sanitary Sewer 

At the Landlord’s option, sanitary sewer laterals may be provided 
under the Premises to which Tenant may connect. All sewer piping 
must be cast iron and below grade piping must be a minimum of 3" 
in diameter. 

Lower Level Tenants 

Tenants are encouraged to locate toilets in areas where sewer stubs 
are provided. The Tenant must excavate and complete plumbing 
connections, compact backfill material, and replace the concrete 
floor. If the Tenant’s design does not coincide with the location of 
existing sewer lines, then Tenant may saw cut existing slab 
according to accepted construction practices, install required 
plumbing, compact backfill material, and replace the concrete floor. 
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PLUMBING 


Upper Level Tenants 

Tenants must provide all required floor penetrations for connecting 
plumbing to sanitary sewer stubs a minimum of T-0" below the 
underside of the upper level slab. These areas must be clearly 
indicated on the Tenant’s drawings. All penetrations passing 
through the floor slab must be sleeved. The top of the sleeve must 
be 1-1/2" above the finished floor. All floor penetrations shall be 
sealed to prevent penetration of odors or liquids to the space below. 
Upper level tenants are responsible for the cost of installing all 
required plumbing vent pipes through the roof. 

Water 

Domestic water will be available to the Premises. A minimum 3/4" 
water service will terminate within the Premises with a valved 
connection. The Tenant must connect at this point and extend the 
service according to the Tenant requirements. All below ground 
water piping must be Type K copper and all above grade piping 
must be type M copper. All joints must be of sweat joint fittings. 
Plastic, PVC, and galvanized piping are not permitted. 

Insulation 

The Tenant shall insulate all domestic water lines downstream of 
the Landlord’s valve. 

Water Closets 

Water closets must be water conservative tank type or flush valve 
type. Toilet rooms must contain a minimum of one floor drain with 
an accessible clean-out. Restrooms are required to comply with 
ADA standards. 


Water Meters 

Food preparation establishments, hair and nail salons, and other 
large water consumers must furnish and install a water meter 
conforming to the local water utility company requirements. If a 
meter is required, it must be installed by the Tenant, at their 
expense, in an area easily accessible to the Landlord’s on-site 
personnel. The water meter must be located a minimum of 3'-0" and 
a maximum of 6’-0" above finished floor. Periodic meter readings by 
the Landlord will be used to compute Tenant’s bill in accordance with 
prevailing utility rates. 

Grease Interceptor 

Tenants located in the food courts shall be required to connect food 
related waste lines to a grease interceptor system provided by 
Landlord. Food service tenants not located in food courts are 
required to install and maintain their own grease interceptor in 
accordance with local requirements. 

Floor Sinks and Grease Traps 

Floor sinks are required at the point of discharge on all pot sinks, or 
on any other appliances that discharge food waste or grease into the 
plumbing system. Tenants are responsible for the proper care, 
cleaning and maintenance of the grease traps and piping in 
accordance with all applicable laws and regulations. 

Hair Interceptors 

Hair interceptors must be installed on all sinks, basins and special 
sanitary units which receive human or animal hair. The Tenant must 
provide for the proper maintenance and cleaning of all hair 
interceptors. 
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PLUMBING 


Water Heaters 

Water heaters, if needed, are to be provided by the Tenant for their 
domestic hot water requirements. Water heaters are limited to 6 
gallon capacity and must be automatic. Written approval from the 
Landlord is required for heaters of a larger capacity. All units must 
have a water collection pan and must be U.L. approved. Heaters 
must also have pressure relief piped to the nearest drain in the 
Premises in accordance with applicable building codes. 

Special Piping 

Tenants using a soda fountain or discharging any corrosive liquids 
shall use "Duriron" piping for all below-floor waste lines. 

Miscellaneous Plumbing Requirements 

The Tenant's plumbing contractor must provide receptors for air 
conditioning condensate drains and water heater overflow and must 
pipe them directly into the sanitary sewer system. Overflow drains 
from appliances are not permitted to drain onto the floor of the 
Premises. 

• All sanitary sewer and vent piping must be cast iron and 
comply with governing codes. 

• All domestic water piping must be a minimum of Type "M" 
copper. Plumbing fixtures and fittings must be of commercial 
quality. 

• Chemicals Used In Process - Submit to Landlord a "Hazardous 
Material List" and Material Safety Data Sheets of all chemicals 
used in Tenant process. 


Chemical Usage 

Photographic processing tenants and tenants whose operations 

include dumping acid, alkaline and deleterious chemicals into 

Landlord’s sewer system are required to comply with the following 

additional regulations and criteria. 

• Safety Regulations - Comply with all applicable OSHA, Federal, 
State and local governing authority regulations pertaining to the 
handling and use of chemicals required for Tenant’s process 
and operation. 

• The Tenant is responsible for determining these requirements, 
which may in addition to other regulations, require the use of 
special showers, eyewash stations, protective clothing and eye 
protection, and special exhaust and fresh air make-up. 

• Environmental - In addition to the Landlord requirements, the 
Tenant shall comply with all applicable regulations of the most 
stringent of local, state, and federal requirements for the 
handling and disposal of chemicals listed for use by the Tenant. 

• Chemicals Used In Process - Submit to Landlord a "Hazardous 
Material List" and Material Safety Data Sheets of all chemicals 
used in the Tenant’s process. 

• pH Neutralizing Apparatus - Prior to dumping chemicals in 
Landlord’s sewer system, all material is to be neutralized to a 
pH between pH 6.8 and pH 9, through a Tenant-supplied water 
make-up neutralizing system containing calcium carbonate and 
approved for this use by the Landlord. 

• The water make-up sequence of operation shall be such that 
dilution water is turned "on" no less than 60 seconds prior to 
chemical dumping, and turned "off" no less than 180 seconds 
after completion of chemical neutralization process. 
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• Water Quantity Control - The water make-up supply pipe must 
contain a Bell & Gossett "Circuit Setter" set for a minimum 
quantity to maintain effluent neutralization. The "Circuit Setter" 
must be provided with a tag listing the quantity and "Circuit 
Setter" number setting, the date set and the name of the 
person and company making the setting. 

• The Tenant must submit control schematic and sequence of 
operation outlining method of controlling dilution cycle and 
proposed water consumption for each dump cycle. 

• Tenant Sewer Pipe - All of the Tenant sewer piping emanating 
from equipment, sinks or receptacles, dumping non-neutralized 
chemicals must be contained within the Tenant space prior to 
neutralization. Piping material must be suitable for the 
chemical waste it is transporting. (No piping will be permitted 
below the slab). 

• Tenant Floor Treatment Under Chemical Waste Piping - The 
floor areas under the Tenant chemical waste piping must be 
protected with a containment system suitable for containing all 
the chemical effluent which may leak from piping and 
equipment in the event of a pipe seal failure, breakage or 
equipment leak. 

• Raised floors above sewer piping must be accessible. The 
area under the raised floor may be inspected daily by the 
Landlord for evidence of leaking equipment or piping. 


ELECTRICAL 


Tenants must furnish all necessary labor and electrical equipment to 
provide a complete approved and engineered electrical system. The 
system must be designed in accordance with the Tenant’s Lease 
Agreement, the Tenant Package, and all applicable codes. 

• The Tenant is responsible for the following: design and 
engineering, circuit panels, circuit breakers, transformers, 
connection to the main distribution panel, HVAC power supply, 
temperature controls, and connection to the Landlord’s smoke 
detector or smoke evacuation system if required. 

• All electrical plans must be wet stamped by a licensed engineer 
in the state where the Premises is located. 

Existing Service 

The Landlord will provide main electrical service of 277/480 volt, or 
120/208 volt, 3-phase, 4-wire power at the central distribution point 
within the Shopping Center. The Tenant is to verify by physical 
inspection, the existing service for design purposes and install a fully 
operating system accordingly. 

Design Load 

The Tenant’s total connected load shall be limited to the maximum 
allowable lighting load according to the local or state energy code. 
The Tenant is also allowed a reasonable amount of miscellaneous 
equipment load. 

Materials 
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All electrical materials must be new and at a minimum, must be in 
accordance with the National Electrical Code and must bear the 
Underwriter’s Laboratories label. All materials placed within ceiling 




ELECTRICAL 


areas (cables, low voltage wires conduit piping, insulation, etc.) 
must be of a material acceptable for placement in a return air 
plenum. Use of non-rated plastic is prohibited. 

Panels 

• Panels are to be furnished and installed by the Tenant. 

• Panels must be equal to Square-D Type NQOD with single or 
multiple pole bolted thermal magnetic breakers. 

• The Tenant must provide type-written panel schedules. 

• Multiple loads shall be protected by multi-pole circuit breakers 
having a common trip and a single handle. 

• Handle ties and trough clips and pins are not allowed. 

Transformers 

Unless otherwise approved by the Landlord in writing, all necessary 
transformers must be furnished and installed by the Tenant and 
must be dry-type and floor mounted and shall be securely grounded 
to the building steel. Demand load may not be greater than 80% of 
the transformer rating. 

Fuses 

Fuses are to be U.L. rated 600 volts, Bussman or Chase-Shawmut. 

Meters and Service 

• The Tenant shall arrange for electrical service and installation 
of an electrical meter in sufficient time to establish service prior 
to the date the Tenant opens for business. 


Identification Plates 

• The Tenant must provide a nameplate in 1" high letters using 
engraved bakelite material for the meter socket in the electrical 
distribution room and for all panels, motor starters, lighting 
panels, disconnects, switchgear and push-button stations. 

• Tenant must contact the Landlord’s on-site representative for 
the exact style of sign to be installed. 

Conductors 

• Minimum branch circuitry size is #12 AWG excluding control 
wiring. 

• All wiring must be installed in conduits. No BX or Romex type 
wiring will be allowed. 

• All main and branch circuitry wiring is to be copper. All wiring is 
to have 600 volt insulation, Type TW, THW, THWN or THHN for 
branch circuitry and Type THW. THWN, THHN for main feeders. 

• The Tenant is responsible to make final connections at the 
electrical distribution panel. 

• Conductors must be continuous with no splices between the 
switchgear in the distribution room and panels within the 
Premises. 

• No non-metallic conduit may be used in the enclosed building 
structure. 
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Wire and Cable Color Coding 

Wire and cable color coding at the Shopping Center will be coded 
as follows and shall identify the same phase throughout the system 
from the service switch to the transformer through all branch 
circuitry. 

120/208 VOLT SYSTEM 277/480 VOLT SYSTEM 

Phase A - Brown 
Phase B - Orange 
Phase C - Yellow 
Neutral - White with tracer 

Conduit 


Phase A - Black 
Phase B - Red 
Phase C - Blue 
Neutral - White 


• Conduit must be galvanized steel, rigid heavy wall or electrical 
metallic tubing. 

• Watertight fittings must be used where required by code. 
Flexible metal conduits may be used only for connections 
inside casework and as the final connection to recessed 
fixtures, motors and electrical equipment, which may generate 
vibration through the conduit system. 

• Conduits must be installed in straight lines parallel with or at 
right angles to column lines or beams and separated at least 3" 
from water lines, wherever they run alongside or across such 
lines. 


Time Clocks 


• The Tenant shall provide time clocks to control window lighting 
and signs. 

• Time clocks must be mounted next to the electrical panel. 


Lighting Fixtures 


Recessed fixtures must be connected by means of flexible conduit 
and AF wire run to a branch circuit outlet box which is independent 
of the fixture. 

• Connections to all lighting fixtures within Tenant's public areas 
must be concealed. 

Fluorescent Fixtures 

• All fluorescent fixtures must have internal protection devices and 
must be 2'-0" x 2-0" with 9 cell deep parabolic diffusers. 

• Prismatic or acrylic lenses will not be allowed in the Tenant’s 
sales area. 

• Fluorescent ballasts shall be high power factor type with 
individual non-resetting overload protection. 

Emergency Lighting 

Emergency Light and exit signs are required as per code. Exit lights 
must be equipped with emergency battery packs. 

Electric Water Heaters 

Electrical water heaters must be provided by the Tenant for its 
domestic hot water requirements. Water heaters are limited to 6 
gallon capacity unless approved otherwise in writing by the Landlord. 

Electrical Inspection 

The Tenant must provide the Landlord with proof of electrical 
inspection prior to Tenant’s opening for business. 


SMOKE DETECTION DEVICES / ROOF WORK 


TELEPHONE 


The Landlord has provided a minimum point of presence for the 

Tenant’s telephone connection. 

• The Tenant must provide all necessary equipment and must 
pull wires through conduit and terminate at a punch block 
provided in the Landlord’s distribution area. 

• Any special equipment required by the Tenant, must be 
installed within the Tenant’s Premises. 

• The local telephone utility must make the final interconnect to 
trunk lines. 

• The Tenant must install all telephone work required within the 
Premises, including, without limitation, feeders and other work 
from the central distribution point. 

• All telephone equipment and material must be new and 
National Electrical Code Standard, unless a better grade is 
required by local codes, and must bear the Underwriter's 
Laboratories label. 

• The Tenant must arrange fortelephone service and installation 
in sufficient time to establish service prior to the date the 
Tenant initially opens for business. 


SMOKE DETECTION DEVICES 


If applicable, the Tenant is required to contract directly with a 
Landlord-approved contractor to furnish and install Landlord- 
approved smoke detectors to comply with requirements by the local 
government and fire department authorities. 

• The Tenant's contractors are not to tamper with the smoke 
detectors. 

• Tenant plans must indicate the make, model and design 
characteristics and be compatible with the Landlord’s system. 
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FIRE SPRINKLERS 


ROOF WORK 


• Tenants are prohibited from making roof penetrations or 
installing any type of equipment on the roof or within the roof 
area, without prior written approval of the Landlord. 

• All roof work and penetrations necessary for the Tenant’s 
construction of their Premises are the responsibility of the 
Tenant. Tenants must use the Landlord’s specified roofing 
contractor or an approved roofing contractor for all work. Refer 
to the Specific Property Information Manual for details. 

Walk Pads 

Walk pads must be installed around all roof mounted equipment. 

Curbs and Flashing 

Equipment curbs must be securely fastened to the building 
structure, counter-flashed and sealed in a water-tight manner. 

Abandoned Equipment 

All abandoned equipment including curbs, pipes, conduits, vents, 
etc., serving the Premises and not reused by the Tenant must be 
removed in their entirety. The affected area must be returned to 
original as-new condition. 


FIRE SPRINKLERS 


Fire Protection System 

Tenants are responsible to design and install a fully operating fire 
sprinkler system if required by building codes or the Landlord. 
Tenants must provide all required permits for the installation or 
modification of the fire sprinkler system in accordance with the local 
building codes and as approved by Landlord’s insurance carrier. 

• If already existing, the Landlord will provide and maintain the 
sprinkler trunk lines which serve the Premises and other portions 
of the Shopping Center. 

• The Tenant must utilize a Landlord-approved contractor for all 
fire sprinkler work. 

Fire Protection Plans, Calculations and Design 

Tenants must submit fire protection drawings to the Landlord’s 
insurance review consultant as follows: 

Fireman’s Fund, Inc. 

P. O. Box 810 
Fishers, IN 46038-0180 
(317) 577-2303 
Attn: Mike Patterson 

System Design 

The minimum hydraulic design of the Tenant’s system must provide 
for an allowance of 26 GPM at each sprinkler head with 1 head per 
every 100 sq. ft. on 10' x 10’ grids. 
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COMMENCEMENT OF CONSTRUCTION 


Sprinkler Heads 

• Sprinkler heads in the display zone of the storefront must be of 
a fully recessed, concealed type. 

• Sprinkler heads in the sales area may be semi-recessed and 
must be centered in the ceiling tiles. 

Fire Extinguishers 

Each space must be equipped with one 10 lb. ABC fire extinguisher 
for every 3,000 square feet of floor area. Food service tenants 
must provide one 40 lb. ABC fire extinguisher for every 1,000 
square feet of floor area. The location of each fire extinguisher 
must be shown on the Tenant's floor plan. 

Kitchens and Grease Hoods 

Fire extinguishing systems must be an Underwriters’ Laboratory 
approved C02 or dry chemical pre-engineered system, as required 
by the local governing authority with the following features: 

• Protection of the hood and duct surface protection for deep fat 
fryers, griddles, broilers and ranges. 

• Automatic devices for shut down of fuel or power to the 
appliances with surface protection. These devices must be of 
the manual reset type and not contain an automatic reset. 

• Actuation must be mechanical and not rely on electric power. 

• A readily accessible means to manually actuate the fire 
extinguishing equipment must be provided in the exit path and 
be clearly identified. 

• Installation in accordance with NFPA standard, latest edition. 


COMMENCEMENT OF CONSTRUCTION 


The Landlord will notify the Tenant when the Premises is ready for 
the Tenant to commence construction. The Tenant’s Lease 
Agreement requires that the Tenant begin construction in a timely 
manner and diligently follow through to completion. 

• Tenants may not commence any construction work prior to 
checking in with the Landlord’s on-site representative and 
satisfying all requirements of the Tenant Package. 

• All work performed by the Tenant during the term of the lease 
shall be in accordance with the Tenant Package, the Job Rules 
and Regulations, and as directed by the Landlord’s 
representative. 

• All work shall be performed so as not to cause interference with 
other tenants or the operation of the Shopping Center. 

• Tenants must take all precautionary steps to protect their 
facilities and the facilities of others affected by the Tenant’s 
construction. 

• Equipment and materials are to be located in confined areas and 
truck traffic is to be routed in and from the site as directed by the 
Landlord. 

• Tenants must require their general contractor and all 
subcontractors to comply with the Landlord’s Job Rules and 
Regulations which will be issued to the Tenant’s general 
contractor at the time of the pre-construction meeting. 

Contractor Requirements 

All contractors engaged by the Tenant must be bondable, licensed 
in the state where the Shopping Center is located, be capable of 
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performing quality workmanship and work in harmony with other 
contractors and subcontractors on the job. The Tenant’s 
construction must be coordinated with the Landlord’s general 
construction work, if any is required. 

Commencement Requirements 

Tenant’s construction may not commence until each of the following 
conditions are satisfied: 

• The Lease Agreement must be fully executed or the Tenant 
must deliver to Landlord a signed letter of indemnity on the 
Landlord’s form. 

• The Tenant has obtained Landlord-approved plans. 

• The Tenant has obtained all necessary permits with the 
Landlord- approved plans and provided evidence to the 
Landlord that all required building permits, connection fees, 
impact fees and other permits in connection with the Tenant’s 
construction have been obtained and paid for. 

• The Tenant’s contractor has attended a pre-construction 
meeting with Landlord’s on-site representative. 

• The Tenant or their contractor has provided the Landlord with 
a certificate of insurance as required in the Lease Agreement. 

• The Tenant or their contractor provides the Landlord with the 
required construction security deposits and fees. 

• The Tenant submits the names, addresses and phone numbers 
of the general contractor and all subcontractors, material 
suppliers, fixture suppliers and installers engaged in the 
construction of the Tenant’s Premises. 


• The Tenant provides the Landlord with a copy of all contracts 
with contractors and suppliers. 

• The Tenant must supply a signed "Contractor Acknowledgment 
Form" as required in the Lease Agreement for all contractors, 
subcontractors, and material suppliers. 

• The Tenant or their contractor must provide the Landlord with a 
copy of the general contractor’s license for the state in which the 
Shopping Center is located. 

• The Tenant or their contractor must also provide a construction 
schedule showing anticipated beginning and completion dates of 
each phase of the Tenant’s construction. This schedule should 
include fixturing and stocking of the store. 

Construction Deposits/Landlord Fees 

Upon check-in with the Landlord’s on-site representative, the 
contractor shall pay the following: 

Construction deposit ($4,500.00 for NorthTown Mall) 
Temporary power for the first fourteen (14) days of 
construction (non-refundable) 

Sprinkler drain down (non-refundable) 

Processing fee (non-refundable) 

Total ($5,000.00 for NorthTown Mall) 

Fees 

The Tenant is responsible for all plan check and permit fees required 
to obtain a building permit, including, without limitation, any impact, 
water usage, or sewer connection fees. The Tenant shall apply for 
and obtain all approvals and permits from the local Health 
Department, as required. 


$ 2 , 000.00 
$ 250.00 


$ 100.00 
$ 150.00 
$2,500.00 



Permits 


According to the Tenant’s Lease Agreement and the requirements 
of the Landlord, Tenant’s plans must have the Landlord’s stamp of 
approval before applying to the local building department for a 
permit. After receiving a stamped, approved set of drawings from 
the Landlord, the Tenant shall submit the required number of 
approved drawings, plus one extra set to the local building 
department for permit and ensure that the building department 
issues two approved sets of drawings to the Tenant. One of these 
sets shall be given to the Landlord’s on-site representative when 
the Tenant’s contractor checks in with the Landlord and attends the 
required preconstruction meeting. 

Inspection 

During the course of construction, the Tenant’s construction is 
subject to inspection by the Landlord. 

• The Tenant must require its general contractor to cooperate 
with the Landlord and to correct any deficiency noted by the 
Landlord during construction. 

• Prior to the installation of the ceiling in the Premises, the 
Tenant’s contractor must contact the Landlord’s on-site 
representative to arrange for an inspection of the work above 
the ceiling. 

• The Premises will be inspected by the Landlord for the purpose 
of determining the quality of the workmanship and adherence 
to the Landlord-approved drawings and the provisions of the 
Tenant Package. 

• The Landlord will notify the Tenant in writing of any 
unacceptable items and the Tenant will have 30 days to 
complete or correct such items. The Landlord will, upon written 


notification to the Tenant, complete any item still outstanding at 
the end of the 30 day period and charge the Tenant for the cost 
of the work performed. 

Warranties 

The Tenant must warranty, for 1 year minimum, all work and 
equipment and must assign the warranty to the Landlord. 

State Sales Tax 

The Tenant’s contractor must provide evidence of payment of all 
applicable state sales tax at the completion of the project. 


INSURANCE 


INSURANCE 


Insurance Coverage 

The Tenant may not commence any work until all required 
insurance has been obtained and copies of policies or certificates 
naming the Tenant’s general contractor as the primary insured and 
Landlord as the additional insured have been delivered to the 
Landlord. The Tenant or their contractor must secure, pay for, and 
maintain during the course of construction, the following insurance: 

• Worker’s compensation insurance with limits in accordance 
with the statutory requirements of the state in which the work 
is being performed and employer’s liability insurance with limits 
of at least $500,000.00 per person, $500,000.00 per accident 
and $500,000.00 for occupational diseases (including "stop 
gap" and "all states" endorsements). 

• Comprehensive commercial general liability insurance including 
contractor’s protective liability coverage, contractual liability 
coverage, explosion and collapse coverage, underground 
hazard coverage, and completed operations coverage insuring 
against bodily and personal injury and property damage in the 
combined single limit amount of not less than $1,000,000, and 
$2,000,000 aggregate. 

• Comprehensive automobile liability insurance with a non-owned 
and hired liability endorsement covering bodily injury and 
property damage in the combined single limit amount of not 
less than $1,000,000, and $2,000,000 aggregate. 

• The Builders’ Risk Completed Value Form affording "all risks of 
physical loss or damage" on work in the Premises as it relates 
to the building in which the Premises are located. This form 
must name the interests of the Landlord, the Tenant’s general 


contractor and all subcontractors as their respective interests 
may appear, within a radius of 100' of the Premises. 

Compliance 

The above-described insurance shall comply in all respects with the 
provisions contained in the Tenant’s Lease Agreement. Such 
insurance shall cover injury to persons and damage to property 
arising out of the construction activities and operations of the Tenant, 
the Tenant’s general contractor, the prime subcontractors or their 
respective subcontractors and material men or by persons employed 
directly or indirectly by the above parties. 

Scope 

Such liability insurance shall insure the Landlord, the Tenant and 
their general contractor and/or subcontractors against any and all 
claims for bodily injury, including death resulting therefrom and 
damage to the property of others arising from its operations under 
the contract, whether such operations are performed by the general 
contractor, subcontractors, or any of their respective subcontractors 
or by persons directly or indirectly employed by the above parties. 

Indemnification 

As per the Tenant’s Lease Agreement, the Tenant and their 
contractor agree to hold the Landlord harmless from all claims, 
liabilities and expenses associated with the construction in the 
Premises. Please refer to the lease document for specific language 
regarding this agreement. 
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BARRICADES 


If not already provided by the Landlord, the Tenant is responsible 
to erect a temporary barricade enclosing the Tenant’s storefront. 
Modifications to the Landlord-installed barricade are the 
responsibility of the Tenant. Prior to the commencement of 
construction, the installation of the barricade must be completed 
according to the following criteria: 

• In the event the Landlord erects the barricade, the Tenant or 
Tenant’s contractor shall reimburse the Landlord $35.00 per 
lineal foot of barricade. 

• The barricade must not extend more than 4'-0" from the 
storefront lease line and must be a minimum of 12'-0" in height. 

• The barricade must be installed on carpet or protective padding 
to prevent damage of the Landlord’s flooring. 

• The joints and outside corners must be taped and finished to a 
smooth surface. 

• The barricade must be fully painted in the color specified by the 
Landlord’s on-site representative. 

• If a door is installed, the door and trim must be painted the 
same color as the barricade. 

• Gray cove base must be installed along the bottom of the 
barricade on all sides. 

• A dust barrier must be installed above the barricade. The dust 
barrier must be clear heavy visqueen. Black visqueen is not 
allowed. 


• The dust barrier must be taped and sealed on the inside of the 
barricade and extend up to the Landlord’s bulkhead. 

• Contractors may not advertise on the barricade. 

• The Tenant is required to install professional "coming soon" 
graphics on the barricade. They must coordinate the installation 
through the Shopping Center’s Marketing Director. 

• The barricade, dust barrier, cove base and graphics must be 
maintained and presentable throughout the term of the project. 

• The barricade may be removed only when the Tenant’s 
construction is complete. 

• Removal of the barricade may occur only during non-business 
hours of the Shopping Center. 

• The Tenant or their contractor must repair any damage to the 
Landlord’s bulkhead, neutral piers and floor tile caused by the 
installation or removal of the barricade. This is the responsibility 
of the Tenant regardless of whether the Landlord or the Tenant 
installed the barricade. 
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DEMOLITION / TRASH REMOVAL 


DEMOLITION 


The Tenant is responsible to perform all demolition work required 

for construction of the Premises. Demolition must be performed 

according to the following criteria: 

• All debris must be removed from the Shopping Center on a 
daily basis. 

• All prior Tenant’s improvements, abandoned pipes, conduits, 
and equipment must be removed from the attic space of the 
Premises. 

• Precautions must be taken to protect the Landlord's building, 
and occupants during the demolition operation. 

• The Tenant is responsible to remove all abandoned equipment, 
curbs, etc., serving the Premises and repair affected areas to 
as-new condition. 

• If an existing mechanical unit is removed or relocated, the roof 
curb and service lines must be removed and the roof returned 
to as-new condition. 


for the Tenant’s construction must be approved by and coordinated 
through the Shopping Center management and all associated costs 
are the Tenant’s responsibility. Trash accumulation will not be 
permitted overnight in the Premises, common area, or service 
corridors. Tenants may not allow excessive trash to accumulate 
within the Premises or allow any trash to accumulate in the common 
areas. The Premises and adjacent common areas must be broom 
clean at the end of each construction shift. The Tenant is 
responsible for any costs incurred by the Landlord if it is necessary 
to remove the Tenant’s or their contractor’s trash from areas in and 
around the Premises. The charge to the Tenant or their contractor 
will be for the cost incurred plus a 15% surcharge for overhead. 


TRASH REMOVAL 


The Landlord does not provide, and is not responsible for the 
Tenant’s trash removal during construction or store set-up. It is the 
Tenant’s responsibility to contain and remove all construction and 
packaging debris from its Premises prior to store opening. Unless 
other arrangements are approved in advance by the Landlord, the 
Tenant or their contractor must provide an open-top dumpster for 
the containment of Tenant’s construction and store set-up debris. 
The Tenant may not use the Shopping Center dumpsters or trash 
receptacles at any time during store construction. Trash removal 
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STRUCTURAL 


STRUCTURAL 


Changes 

Any changes, alterations, modifications or reinforcements, to the 
existing Shopping Center structure or to Tenant’s previous 
approved drawings may not be made without the written consent 
of the Landlord. Should Landlord require that their architect or 
engineer review the Tenant’s plans and specifications as a result of 
the Tenant’s proposed modifications to the Shopping Center or to 
the Landlord-approved plans, the Tenant shall be responsible for 
the costs incurred by the Landlord plus 15% for the services of the 
Landlord’s architect or engineers. 

• The Tenant’s store design must be compatible with the existing 
Shopping Center structure. The Tenant is responsible for any 
required structural modifications. 

• The Tenant must submit fully engineered structural drawings 
prepared by a structural engineer licensed in the state where 
the Premises is located. All drawings must be wet stamped 
and sealed by the engineer. 

• The Tenant’s mechanical drawings must include fully 
engineered structural details and calculations prepared by the 
engineer for the installation of all roof top equipment. 

• The Tenant must not weld, penetrate or notch any portion of 
Landlord’s structure. The joist(s) used to support mechanical 
equipment must not support other mechanical or miscellaneous 
concentrated load such as a roof drain, sprinkler piping, or 
other mechanical equipment. Normal suspended ceiling loads 
can be on the same joist, if more than one such condition 
occurs on one joist the Tenant, at their sole cost and expense, 
shall retain the services of a structural engineer to verify load 
calculations. The total load on any one joist may not exceed 


the amount specified in the Specific Property Information 
Manual. 
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MISCELLANEOUS PROVISIONS 


MISCELLANEOUS PROVISIONS 


Fees 

The Tenant is responsible for all plan check and permit fees 
required to obtain a building permit, including, without limitation, 
impact and water usage or sewer connection fees. The Tenant 
shall apply for and obtain all approvals and permits from the local 
health department, as required. 

Performance and Payment Bonds 

At the Landlord’s sole and absolute discretion, the Tenant’s 
contractor may be required to procure a one hundred percent 
payment and performance bond for the Tenant’s construction. 

Conflict 

In the event that the Tenant’s drawings or specifications are in 
conflict with the Lease Agreement, including exhibits, the provisions 
of the lease shall prevail. 

OSHA 

The Tenant must comply with all current provisions of the 
Occupational Safety and Health Act (OSHA), that may apply to the 
Tenant’s operations. 

Environment 

The Tenant must comply with the latest Environmental Protection 
Agency (EPA) requirements concerning the Tenant’s operations in 
the Premises. The Tenant must also comply with any other existing 
or future city, county, state or federal regulations or legislation 
regarding environmental hazards which apply to the Tenant’s 
operations. 


Asbestos Inspection 

As per the Tenant’s Lease Agreement, prior to Tenant commencing 
work or any alteration or modification of the Premises, the Tenant 
shall conduct a good faith asbestos inspection of the Premises and 
provide the Landlord with an original copy of it’s findings. 

Landlord’s Use of the Tenant’s Ceiling Space 

The Landlord maintains the right to allow approved parties to run 
utility lines, pipes, roof drainage pipes, conduit, wire, ductwork and 
other related facilities above the ceiling space or in other non-public 
parts of the Tenant’s Premises. These lines and facilities will be 
maintained in a manner which does not interfere with the Tenant’s 
use of the Premises. The Landlord also has the right to relocate 
such lines and facilities provided that this does not unreasonably 
interfere with the Tenant’s business operations. 

Exterior Conduit 

Tenants may not install conduit, pipes, wires or other lines of any 
type on the exterior portion of the Shopping Center. 
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JOB RULES AND REGULATIONS 


JOB RULES AND REGULATIONS 


The following is a description of procedures to be followed by all 
tenant contractors. This is not a complete description, rather a 
guide covering the items that are most frequently encountered by 
tenant contractors. Please familiarize yourself with this information. 
For further information or questions, contact the Landlord’s on-site 
representative. 

Job Bulletin Board 

Each tenant contractor shall be required to erect a plywood bulletin 
board near the front of the demised Premises. The board shall be 
no less than 30" square. The board shall display the Tenant name, 
space number, contractor name and emergency telephone 
numbers (in legible three-inch letters); building permit, inspection 
card, job rules and criteria. The contractor shall display their 
company name and logo on the board. From time to time, the 
Landlord shall utilize the bulletin board for posting messages. 

Inspections 

In addition to building department inspections, the Landlord shall 
also inspect the Tenant contractor’s work. A memorandum will be 
posted on the bulletin board if any deficiencies are found. The 
memorandum will describe the deficiency and may only be removed 
by the Landlord. 

Parking and Unloading 

Vehicles are prohibited from parking along the curb at main 
entrances (fire lanes) or on any sidewalks—even to unload. 
Contractors may use truck service courts to load or unload their 
vehicles and then must move their vehicles to the parking area 
designated by Landlord’s on-site representative. Unattended 


vehicles parking in the loading area or in unauthorized areas may be 
towed at Tenant contractor’s expense. 

Field Office and Storage 

Field offices will only be allowed within the Tenant Premises. All 
building materials must be stored within the limits of the Tenant’s 
leased Premises. No storing of materials will be allowed in the 
corridors, mall areas, or vacant spaces. No flammable materials are 
to be stored except those which are to be used during that 
construction day. In no case shall Tenant’s contractor use an 
adjacent space for performing construction work, storing materials, 
tools, or fixtures. Any unauthorized areas used for storage will be 
cleared and discarded by the Landlord, at the contractor’s sole cost 
and expense. 

Concrete Deliveries and Placement 

All concrete placement is to be scheduled with Landlord’s on-site 
representative. The means of placement and the route will be 
determined as well as any additional protection measures needed. 
The entire route must be covered with a six mil visqueen. Where the 
route crosses or comes in contact with mall tile, protection must 
include a four foot wide particle board, plywood or masonite surface. 
Coordinate all wash out procedures and locations with the Landlord’s 
on-site representative. 

Trash Removal 

Tenant’s contractor shall adhere to the specific rules as established 
by Landlord’s on-site representative. Tenant shall notify Landlord’s 
on-site representative at least 24 hours in advance prior to 
placement of any trash containers on the property. Failure to follow 
rules will be cause for withholding or deducting from the security 
deposit to cover the additional cost of trash removal. Trash must be 
removed from the Premises daily. 
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Accumulation of Tenant’s trash and debris within the Premises or 
in the mall, exit corridors, or loading dock which is not removed 
immediately by the Tenant may be removed by the Landlord at 
Tenant’s expense. 

Deliveries and Access 

All deliveries shall be coordinated with the Landlord’s on-site 
representative. Exit corridors and other common areas must be 
kept clear. Landlord may clear areas of Tenant materials at 
Tenant’s expense, if not removed by Tenant. 

Passage of personnel, tools, ladders, materials and supplies must 
be accomplished using the access corridors and nearest truck 
service courts. 

No metal wheeled carts will be permitted. All carts, dollies and 
construction vehicles must have soft rubber tires. 

When the route for delivering heavy items such as sheet rock, 
bagged concrete, steel studs, etc., crosses or comes in contact with 
mall tile, the tile must be protected by using 4'-0" x 8'-0" sheets of 
particle board or masonite over the entire route. 

Materials too large to be moved through the access corridors may 
be moved through the mall only before or after mall hours, and 
when coordinated with the Landlord’s on-site representative. 
Please advise all vendors of this requirement. 

Noise and Odors 

The use of jackhammers or explosive-type tools, or creating loud or 
disruptive noises during mall hours is prohibited. 

Any odor or fume-producing activities within the Tenant’s Premises 
must be approved by the Landlord’s on-site representative. 


Contractors are responsible to provide adequate ventilation of the 
Premises (i.e., exhaust fans, etc.), and must ensure that odors 
remain within the Premises and do not enter the mall common area 
or adjacent spaces. 

Use and Protection of Mall Property 

For purposes of security and protection of the mall finishes from 
damage, access to the mall shall be subject to the control of the 
Landlord’s on-site representative. At no time shall the mall common 
areas be used by the Tenant’s contractor or its employees for any 
work, lounging, eating or rest breaks. 

Tenant’s contractor shall protect the property of the Landlord and 
other tenants from damage by their employees and subcontractors 
and shall repair all damage caused at their sole cost and expense. 

Contractors must provide carpet or walk-off mats at all access 
doors. Existing mall tile must be protected within the barricade. 
Contractors must use a layer of visqueen and carpet pad covered 
with a minimum of 1/2" plywood, or masonite clipped together with 
a brick tie or similar device. 

The existing neutral piers and bulkheads must be protected from 
damage. Any damage to the neutral pier must be repaired or 
replaced at the contractor’s expense. 

Temporary Utilities 

Temporary construction power of 110 volts is available from the mall 
common area for a limited time period. Confirm all connections with 
Landlord’s on-site representative. The contractor, at the pre¬ 
construction meeting, shall submit a fee of $250.00 for connection 
and use of temporary power. The $250.00 fee for temporary power 
is limited to 14 calendar days from the date the Landlord turns the 
Premises over to the Tenant or their contractor. The Tenant’s 
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contractor shall apply for permanent power with the supplying utility 
immediately. An additional $25.00 per day will be deducted from 
the contractor’s security deposit for every day or partial day the 
contractor uses temporary power from the common area in excess 
of the allowed 14 days. 

Permanent Power Connection 

The main disconnect switch and/or meter for each space may be 
located in the Landlord’s electrical switchgear room. All work by 
Tenant’s electrician in these rooms will be performed in strict 
accordance with the Landlord’s on-site representative’s instructions. 
Access to the electrical rooms will be limited and granted only with 
prior approval. The Landlord’s on-site representative will assign 
each contractor the appropriate space for meter base and 
disconnect, installation and hook-up. 

Temporary Fire Protection 

During construction, each space must be equipped with a minimum 
of two, 10 lb. ABC dry chemical fire extinguishers which must be 
readily accessible. Contractors may not begin construction until fire 
extinguishers are on the job site. 

Fire Sprinkler Work and Drain Downs 

The Landlord may have installed a wet fire sprinkler protection 
system in the Shopping Center. The Tenant’s system must be 
sized to handle a minimum 1 head per 100 square feet of floor 
area. Any modifications required to existing system due to the 
Tenant’s use of the Premises and improvements must be 
performed by a Landlord-approved fire sprinkler contractor at the 
Tenant’s expense. The Tenant’s contractor is required to notify the 
Landlord’s on-site representative at least 24 hours in advance of 
sprinkler shutdowns. Before the Landlord will authorize shutdown 
of the sprinkler system, the Tenant’s contractor must assist the 


Landlord’s on-site representative in evaluating the work to be 

performed and ensure that precautions have been taken to prevent 

fires. 

The following precautions shall be taken : 

• Notify all effected tenants of the shutdown and ensure the 
effected tenants do not have an open flame or are performing 
torch cutting or welding within their Premises. 

• Notify the Liberty Mutual Sprinkler Impairment Desk of the 
system shutdown at 800-710-4444. 

• Notify the local fire department of areas without sprinkler 
protection so they can plan accordingly. 

• Provide standby fire protection, such as charged hose lines from 
nearby hydrants, extra fire extinguishers, etc. 

• Take steps to keep as many sprinklers in service as possible. 
Make temporary connections to hydrants or adjoining sprinkler 
systems. 

• Discontinue hazardous operations, such as cutting and welding 
or spraying paint or other flammable materials. 

• Continuously patrol all shut-off areas and assign someone to 
reopen the valve should fire occur. 

• Sprinkler systems must be operational and pressurized every 
night. 

Upon completion of sprinkler work, the following must occur : 

• Open all valves immediately. 
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• Conduct drain tests downstream from each valve. If tests are 
satisfactory, relock each valve open. 

• Return padlock key and permit tag to the Landlord’s on-site 
representative. 

• Notify the Liberty Mutual Sprinkler Impairment Desk and the 
local fire department of the sprinkler system restoration. 

Torch Cutting or Welding 

The Tenant’s contractors must notify the Landlord’s on-site 
representative prior to performing any torch cutting or welding, and 
take out a cutting/welding permit with the Landlord’s on-site 
representative. The contractor shall inspect the work area and 
ensure the following precautions have been taken to prevent fire: 

General Precautions : 

• Sprinklers are in service. 

• Cutting and welding equipment are in good repair. 

• The immediate area must be of noncombustible materials or be 
protected with a noncombustible insulation or covering. 

Precautions to be taken within 35'-0" of work area : 

• Floors are swept clean of combustibles. 

• Combustible floors are wet down, covered with damp sand, 
metal or other shields. 

• Flammable liquids are removed and other combustibles are 
protected with fireproof tarpaulins, metal shields or covers. 


• All wall and floor openings are covered. 

• Noncombustible tarpaulins are suspended beneath the work 
area. 

Work on enclosed equipment : 

• Equipment is cleaned of all combustibles. 

• Containers are purged of flammable liquids. 

Fire watch : 

• Fire watch must be provided during work, and continue for 30 
minutes after work is completed. 

• The appointed person(s) must be supplied with extinguishers 
and a small hose and be trained in the use of this equipment, in 
sounding the alarm, and in taking proper emergency action. 

Roofing 

All roof repairs will be made by the Landlord’s approved or required 
contractor at the Tenant’s expense and be coordinated with the 
Landlord’s on-site representative. All penetrations and roof work 
shall be completed the same day. All roofing work or roof 
penetrations must be coordinated through the Landlord’s on-site 
representative and shall meet N.R.C. and Landlord’s roofing 
warranty requirements. 

Access to the roof is limited and must be via means specified by the 
Landlord’s on-site representative. Contractors are prohibited from 
placing ladders against building exterior for roof access. Foot traffic 
on and off of the roof will be monitored by signing in and out with the 
Landlord’s on-site representative. The contractor will monitor all 
construction activities and assure that all construction debris is 
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removed daily. The contractor understands that unless noted 
otherwise on the Space Approval Form, the roof is deemed to be 
leak-free. 

Overhead Deck Deflection 

The upper level floor deck, roof deck, and mall structure are 
designed to deflect up to 1/2". Special construction methods are 
required when attaching to or building close to items in contact with 
the overhead building structure. This includes the bulkhead above 
the storefront. 

To accommodate the deflection, it is mandatory that the demising 
wall studs be left unattached to the top track. The drywall 
subcontractor must be instructed to remove the screw from the top 
track connection just prior to applying the top course of gypsum wall 
board. No drywall is to be attached to the top track. 

Concrete Cutting and Core Drilling 

Contractors shall notify the Landlord’s on-site representative 24 
hours in advance of penetrating the floor slab. Measures must be 
taken to keep water from the saw cut from running into the adjacent 
tenant spaces. Concrete must be cut through completely. Do not 
saw cut deeper than the thickness of the concrete. 

Upper Level Penetrations : 

Contractors making an upper level floor penetration must follow the 
following procedure: 

• Coordinate all work with the lower level tenant (including after 
hour security). 

• Lay out the penetration with the Landlord’s on-site 
representative. 


• Check the structure below for possible conflicts. 

• Drill a 1/4" pilot hole at the center of the penetration. 

• Place a rod or string through the pilot hole. 

• Contact the Landlord’s on-site representative for inspection prior 
to core drilling or saw cutting the floor. 

Upper Level Structure Reinforcements : 

The following is the procedure for reinforcing the floor structure to 

allow cutting holes in an upper level floor: 

• Holes between 8" square and 2'-0" square must be reinforced 
with 2-1/2" x 2-1/2" x 1/4" steel angle frames between joists or 
beams and between the angle frames to provide direct support 
around the edges of the hole. 

• Holes between 2'-0" square and 4'-0" square must be reinforced 
with 3" x 3" x 1/4" steel angle frames between joists or beams 
and between the angle frames to provide direct support around 
the edges of the hole. 

• The top flange of the angles between the joists or beams must 
extend over the top of the joist or beam and be tack welded to 
prevent movement. Locations that occur at joists also require 
stiffening of the joist per the detail in the Specific Property 
Information Manual. 

• The floor deck around the opening must also be welded to the 
angle frames. 

• The angle frame member can be eliminated on the side of an 
opening that is within 6" of a joist or beam. 
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• Openings required to be larger than 4'-0" square must be 
reviewed by the Tenant’s structural engineer. The Tenant, at 
their sole cost and expense, will contract with the structural 
engineer and provide the Landlord with all pertinent 
information. 

Structural Loading of Bar Joists 

The Tenant must not weld, penetrate, or notch any portion of 
Landlord’s structure. The joist(s) used to support mechanical 
equipment must not support other mechanical or miscellaneous 
concentrated load such as a roof drain, sprinkler piping or other 
mechanical equipment. Normal suspended ceiling loads can be on 
the same joist. If more than one such condition occurs on one joist 
the Tenant, at their sole cost and expense, shall retain the services 
of a structural engineer to verify load calculations. The total load on 
any one joist may not exceed the amount specified in the Specific 
Property Information Manual. 

Mechanical Notes 

• Condensate drains for air handlers must be piped back down 
into the Tenant’s space as per Landlord’s condensate drain 
detail. 

• All above-grade water piping shall be type L copper and all 
below- grade water piping shall be type K. 

• All waste piping shall be cast iron. PVC and ABS are NOT 
ALLOWED. 

• All dissimilar metals must be isolated. 

• All water piping shall be insulated. 


Clean-Up and Wash Down 

Absolutely no paint products, drywall residue, grout residue orsimilar 
products shall be placed into the mall waste lines or storm drains. 
Excess residue shall be placed in appropriate containers and 
disposed of in contractor’s dumpsters. Contractors or employees 
violating this rule will be held fully responsible for the costs of 
corrective measures necessary and the contractor will no longer be 
allowed access to the Landlord’s Premises. 

Permanent Utilities and Business Licenses 

Tenant shall make timely application and pay for all fees to all utility 
companies to secure permanent service and to the appropriate 
governmental authorities for all required business permits and 
licenses. 

Strictly Prohibited Work and Practices 

• Combustible materials above finished ceilings or in any other 
concealed, non-sprinkled space are prohibited. 

• Smoking within the Premises or building is prohibited. 

• Proper clothing is required to be worn by all workers in the 
Shopping Center. 

• Walking across or damaging the landscaping is prohibited. The 
Landlord will deduct any repair costs from the construction 
deposit. 

• Imposing any excessive structural load, temporary or permanent, 
on any part of the building structure without the advance written 
approval of the Landlord is prohibited. 
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• Cutting any openings in the floor slab, wall or roof is prohibited 
unless approval is provided in advance by the Landlord. 

• Installation or display of any signage without Landlord’s prior 
approval is prohibited. 

• Pets of any kind are not allowed on the Premises. 

• Alcoholic beverages or illegal drugs are prohibited. 

• Radios, tape or CD players are prohibited. 

• Gasoline or diesel motors are prohibited. 

• Deviating from an approved set of plans without the prior 
written approval of the Landlord is prohibited. 

• Propping open common area or service court doors is 
prohibited. 

• Excessive noise during business hours is prohibited. 


- 58 - 




SECTION 2 


NORTHTOWN MALL 
SPECIFIC PROPERTY INFORMATION MANUAL 



General Growth 
Properties, Inc. 


35 Century Park Way, Salt Lake City, UT 84II5 


TABLE OF CONTENTS 


Page 


INTRODUCTION . 3 

LANDLORD INFORMATION. 3 

Shopping Center. 3 

Shopping Center Address. 3 

Landlord/Landlord’s Representative. 3 

Owner . 3 

Tenant's Address . 3 

LANDLORD'S PERMIT REQUIREMENTS. 4 

BUILDING TYPE / GROUP CLASSIFICATIONS / CODES. 4 

Year Constructed . 4 

Seismic Zone. 4 

Building Type . 4 

Exterior Walls. 4 

Lower Level Slab. 4 

Upper Level Slab. 5 

Current Codes. 5 

GOVERNMENTAL AGENCIES . 5 

Building Department . 5 

Health Department . 5 

UTILITY COMPANIES. 6 

Electric/Gas. 6 

Telephone. 6 

Water . 6 

Cable. 6 


Page 


LANDLORD REQUIRED CONTRACTORS. 6 

Roofing . 6 

Sprinklers. 6 

Smoke Evacuation System . 6 

MALL'S ENGINEERS. 6 

SPECIAL REQUIREMENTS. 7 

Projecting Storefronts . 7 

Interior Face of Exterior Walls . 7 

Interior Demising Walls. 7 

Fire Protection. 7 

Smoke Evacuation . 7 

Secondary Exits. 7 

HVAC Systems . 8 

Return Air Plenum. 13 

Electrical Systems . 13 

Fire Alarm . 13 

Telephone. 14 

Lighting. 14 

Plumbing System. 15 

Food Court Tenants . 16 

Grease Interceptor Systems. 16 

Doors, Frames, Hardware. 16 

Floor Tile. 17 

Permits Reguired. i 7 

Contractor's Insurance Certificate. i 7 

Sign Criteria. 17 

NON-RESIDENTIAL ENERGY CODE. 20 

NREC SPECIAL PLANS EXAMINER (SPE) . 22 






















































Table of Contents 


Page 


NREC SPECIAL PLANS EXAMINER 

ACKNOWLEDGMENT FORM. 23 

STATEMENT OF UNDERSTANDING . 24 

SAMPLE FINAL REPORT . 25 

NREC CONTACTS AND INFORMATION. 26 

DETAIL DRAWINGS . 27 


-2- 








INTRODUCTION 


The information contained in this manual, describes the specific 
requirements and technical information of the NorthTown Mall and the City 
of Spokane. 

This Specific Property Information Manual, the Tenant's Lease Agreement, 
the Design and Technical Criteria Manual, and record drawings, (if any), are 
collectively referred to as the "Tenant Package". The Tenant Package is to 
be used by the Tenant, their Architect and Engineers in preparing the 
required construction documents described in Exhibit B ofthe Tenant' Lease 
Agreement. 

The Landlord requires that the Tenant, or their architect and engineers field 
verify the existing conditions of the Premises. The Landlord does not 
guarantee that the information contained in the record drawings accurately 
reflects the existing conditions ofthe Premises. 


LANDLORD INFORMATION 


Shopping Center 

The Shopping Center is located in the City of Spokane in the County of 
Spokane, State of Washington. 

Shopping Center Address 

NorthTown Mall 
4750 North Division 
Spokane, WA 99207 
(509) 482-0209 

Landlord/Landlord's Representative 

Tenant Coordinator 
General Growth Properties, Inc. 

35 Century Park Way 
Salt Lake City, Utah 84115 
(801)486-3911 

Owner 

General Growth Properties, Inc. 

Tenant's Address 

Tenant Name 
NorthTown Mall 
4750 North Division 

Space #_ 

Spokane, WA 99207 



LANDLORD'S PERMIT REQUIREMENTS 


Per the Tenant's Lease agreement, the Tenant must adhere to the 

following: 

• The Tenant shall conform to all applicable statutes, ordinances, 
regulations and codes, and obtain all necessary licenses and permits for 
the performance of Tenant’s work. 

• The Tenant's construction drawings must have the Landlords stamp of 
approval prior to the Tenant submitting building permits. The County 
of Spokane will not review any drawings which do not have the 
Landlord's approval stamp. 

• After receiving a stamped approved set of drawings from the Landlord, 
the Tenant must submit 3 sets of Landlord approved drawings to the 
County. 

• All Tenant’s drawings must contain the wet stamp of a licenced 
architect and or engineer licenced in the state of Washington. 

• The Tenant is to ensure that the building department issues two permit 
sets of drawings at the time of permit. 

• The Tenant's contractor shall deliver one set of permitted drawings to 
the Landlord's on-site representative when the Tenant's contractor 
attends the required preconstruction meeting. 

• The remaining set of permitted drawings shall be retained by the 
Tenant's Contractor for the performance of Tenant's work. 

• Tenants, regulated by the Health Department must obtain all required 
Health Department permits, using Landlord approved plans. 


• The Tenant shall ensure that the Health Department issues one extra 
set of drawings which is to be submitted to the Landlord for their 
records. 


BUILDING TYPE / GROUP CLASSIFICATIONS / CODES 


The NorthTown Mall is a two level structure. 

Year Constructed 

1954, 1961, 1984 second level expansion, 1991 south & north end 
expansion, 2000 parking deck expansion 

Seismic Zone 

Zone B-2 

Building Type 

TYPE lll-N, folly sprinkled building 

Exterior Walls 

Exterior walls are steel studs insulated and covered at the exterior with 
E.I.F.S. system and/or a masonry block wainscot veneer. 

Lower Level Slab 

Three-inch (3") waffle slab and a 4"thick slab-on-grad, hard troweled 
concrete surface with a plumbing block-out generally toward the rear of 
the space. The slab has been omitted in a few spaces. The condition of 
the slab as well as the ceiling height should be verified through a site 
survey. 




Upper Level Slab 

The upper level slab is a 3" thick reinforced concrete slab on metal decking 
supported by steel beams and joists. The food court and common areas 
have a 3" thick slab. The concrete has a hard troweled finish. 

Current Codes 

Tenant's work shall be in conformance with current editions of the codes 
adopted by the County of Spokane, including but not limited to the 
following: 

Uniform Building Code, Washington Amendment 

Uniform Plumbing Code 

Uniform Mechanical Code 

National Electrical Code 

Life Safety Code 

Uniform Fire Code 

Uniform Sign Code & Amendments 

Underwriters Laboratories 

American Gas Association 

ASHRAE 

ADA Requirements 
OSHA Safety Standards 
EPA 

Washington State Accessibility Requirements 
Washington State Non-Residential Energy Code 
Spokane County Health District Rules and Regulations 


GOVERNMENT AGENCIES 


Building Department 

Plans Examiner 

Spokane Building Department 
W. 808 Spokane Falls Boulevard 
Spokane, WA9920I 
(509) 625-6145 

Health Department 

Environmental Health Specialist 
Spokane County Health District 
West 1101 College Avenue 
Spokane, WA 99201-2095 
(509) 324-1560 





UTILITY COMPANIES 


Electric / Gas 

Avista Corporation 
14 i i East Mission Street 
Spokane, WA 99252 
Customer Service 
(509) 495-5667 
(800) 727-9170 

Telephone 

Qwest 

(800) 603-6000 

Water 

Spokane Water & Public Utilities 
Administrative Offices - Spokane City Hall 
W. 808 Spokane Falls Boulevard 
Spokane, WA 99201 
(509) 456-3872 

Cable 

Comcast Cable Company, Inc. 

1717 East Buckeye 
Spokane. WA 99207 
Customer Service 
(509) 484-4931 
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LANDLORD REQUIRED CONTRACTORS 


Roofing 

Cobra Roofing Services 
(509) 455-4043 
or 

Clark's Roofing 
(801)266-3575 

Sprinklers 

• Viking Automatic Sprinkler Co. - (509) 535-5704 

• Patriot - (509) 926-3428 

• Western States - Attn: Larry Johnson - (509) 922-8890 

Smoke Evacuation System 

DIVCO 

715 N. Madelia 
P.O. Box 3245 
Spokane. WA 99220 
(509) 534-7663 

MALL'S ENGINEERS 

In the event that Tenant's Work will require modifications to Landlord’s 
structure or Building Systems, approval by Tenant Coordinator is required 
and Mali's Engineers are to be used for design services. 

For Structural modifications.For Mechanical modifications: 

Peden Pedersen & Lee MacDonald-Miler Industries, Inc. 

(509) 328-2994 (206) 767-9540 

Attn: Bud Pedersen Attn: Doug Turley 
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SPECIAL REQUIREMENTS 


Projecting Storefronts 

Storefronts must remain behind the Lease Line. Pop-outs are allowed only 
at 9'0" above the finished floor and may extend out 2'0". The overhead 
section of all pop-outs must be finished with a sloped or radial top. The 
top of the pop-outs must return to the backside of the Landlord's 
bulkhead. 

Interior Face of Exterior Walls 

The interior face of exterior walls directly adjoining tenant spaces have been 
furred by the Landlord from the floor slab to the overhead deck with 8" x 
16 gauge metal studs installed at 16" on center. The studs have been 
installed with R-19 batt insulation, a 6 mil polyethelene vapor barrier, and 
covered with 5/8" gypsum board. In instances where and exposed 
concrete wall is remaining, the Tenant is responsible to fur out the wall 
from the floor slab to the overhead deck in accordance with the criteria 
above. 

Interior Demising Walls 

In most instances, demising wall studs have been provided by the 
Landlord. Tenants must perform a site survey to verify the existing 
conditions in the Premises. 

Fire Protection 

Tenant's space must be fully sprinklered. Landlord has installed a wet pipe 
system within Tenant's space on a standard grid with plenum sprinkler 
heads to meet the requirements of the local Fire Marshall and the 
Landlord’s Insurance Carrier for the building shell only. Tenant shall provide 
sprinkler drops and heads as required by the design of their space, in 
accordance with the requirements of the local Fire Marshall and approved 


by the Landlord's Insurance Carrier. Tenant's Contractor shall contract with 
the Landlord's sprinkler contractor to provide necessary design and 
installation. All modifications to the existing system are the responsibility of 
the Tenant and must be performed by the Landlord's fire sprinkler 
contractor. The Tenant must notify mall management a minimum of 24 
hours in advance of any proposed shut down of the system and the Tenant 
must provide the Landlord with Flush Certificates upon completion of 
construction. 

Smoke Evacuation 

The Landlord has provided a smoke removal system for all Tenants which 
utilizes the plenum space above the ceiling, or Tenant's return air ductwork, 
for each Tenant space. Tenant shall follow local and governing codes 
above the ceiling to utilize this space as a return air and smoke evacuation 
plenum. In those Tenant areas where there is no drop ceiling, Tenant shall 
be responsible for the integrity of the smoke evacuation plenum in its area. 
The Smoke Evacuation System requires a smoke detector(s) within Tenant's 
space. Smoke detector(s) shall be supplied and installed by the Landlord's 
sub-contractor at Tenant's expense. Tenants not utilizing the Landlord 
provided HVAC shall interface their HVAC system with the Landlord's 
Smoke Removal System. Reference TCM Section V, Drawing S-5. 

Secondary Exits 

If a tenant's sales area exceed 75 feet in depth or if the total space exceeds 
an occupancy load of 50, the tenant must provide free, unrestricted passage 
to a second exit. Local codes do not allow exiting through a storage area 
and a one hour fire rated corridor connecting the sales floor to the second 
exit may be required. 



HVAC Systems 

All systems must comply with the Washington State Energy Code. The 
County of Spokane requires that a review be performed by an approved 
independent engineer for compliance with the Code. Tenants should 
contact the Building Department fora current list of approved engineers. 

In most cases, electric should be used. Gas is available, depending on the 
location of the space. Verify condition with Mall. 

Smoke Evacuation 

a) Landlord has provided a smoke removal system for all Tenants which 
utilizes the plenum space above the ceiling, or Tenant's return air 
ductwork, for each Tenant space. 

b) Tenant shall follow local and governing codes above the ceiling to 
utilize this space as a return air and smoke evacuation plenum. In 
those Tenant areas where there is not drop ceiling. Tenant shall be 
responsible for the integrity of the smoke evacuation plenum in its area. 

c) The Smoke Evacuation System requires a smoke detector(s) within 
Tenant's space. Smoke detectorfs) shall be supplied and installed by 
the Landlord's sub-contractor at Tenant's expense. 

d) Tenants not utilizing the Landlord provided HVAC shall interface their 
HVAC system with the Landlord's Smoke Removal System. Reference 
TCM Section V, Drawing S-5. 

Totally enclosed, highly illuminated show windows must be ventilated by 
means of positive air supply and/or exhaust. This exhaust system may be 
discharged into Tenant's space, return air plenum or return air duct work. 


I) The following Design Criteria is included to assist Tenant's HVAC 
Engineer: 

a) Tenant Space Conditions: System and equipment and 
installation shall provide for a space temperature of 78 degrees 
F plus or minus 1.5 degrees F for cooling and 70 degrees plus 
or minus 1.5 degrees F for heating. 

b) Climate Data Design Conditions: Spokane, WA 

Ambient Indoor 

Summer 93 degrees Fdb 70 degrees Fdb 

66 degrees Fwb 

Winter -6 degrees Fdb 70 degrees Fdb 

c) U-Value Summary: (U-Overall Design Heat TransferCoefficient). 


Roof 

R=Summer 

R=Winter 

Outside Air Film 0.25 

0.17 


Built-Up Roofing 

0.33 

0.33 

Rigid Insulation (5") 

13.34 

13.34 

Metal Deck 

0.06 

0.06 

Air Space 

0.90 

0.85 

Ceiling Tile 

1.25 

1.25 

Inside Still Air 

0.92 

0.61 

Total R = 

17.05 

16.61 

U Value = 

0.06 

0.06 
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Glazina U= 

Summer 

U= 

Winter 

Wall 

0.82 


0.82 

Skylight 0.82 


0.82 


Shading Coefficient 

0.56 



Walls 

R=Summer 

R=Winter 

Outside Air 

0.25 


0.17 

8" Concrete Block 

1.93 


1.93 

Air Space 

0.90 


0.85 

Insulation 

11.00 


11.00 

Gypsum Board 0.45 


0.45 


Inside Still Air 

0.68 


0.68 

Total R= 

15.21 


15.08 

U Value= 

0.07 


0.07 


d) Cooling and Heating Load Factors Used to Determine Terminal 

Unit. 

1) People Density: People density shall be at I person per 
100 square feet within Tenant's gross floor area. 

2) Ventilation: 7-I/2CFM per person, 20 CFM per person 
for added HVAC systems per current code. 

3) Lights and heat-producing equipment load: 5 watts 
per square foot maximum within Tenant's gross floor 
area. 

4) Cooling Load Per Person: 315 BTUH/person - sensible; 
325 BTUH/person - latent. 

5) Circulated Air Quantity: Retail Tenant's circulated air 
quantity shall be determined from the following 
formula: 

Cooling - Total Room Sensible Heat BTU/H 


CFM 1.085 x (78 degrees -57 degrees) 


Landlord's System 

1) Landlord has provided a central variable air volume (VAV) supply air 
system, utilizing multiple rooftop package units connected to the 
Landlord-supplied main air ducts. Tenant will be required to supply the 
complete low velocity air distribution system to the Landlord-provided 
VAV terminal unit. This includes insulated duct work, diffusers and 
grilles. Return air duct work will be required in some areas of the original 
Mall. Tenant's engineer should ascertain from Landlord's construction 
documents and the Tenant Criteria Manual whether return duct work 
is required. All other locations shall utilize return air plenum. 

2) Other than in connection with the morning warm-up, Landlord has 
provided no daytime heating except in some locations as noted in 
Landlord's construction documents 

3) Landlord has provided multiple central toilet exhaust systems. Toilet 
exhaust stubs may have been provided to the Tenant space. Each 
Tenant space has been allotted approximately 100 CFM exhaust. 
Tenant shall provide toilet room exhaust grille, flexible ductwork and 
make connection to the Landlord's exhaust system. If additional exhaust 
requirements are required (i.e., provide exhaust fan), they shall be at 
Tenant’s expense. Reference TCM Section IILE.5.f. i )b). 
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4) The Landlord's equipment is designed to handle a maximum of 5.0 
watts of lighting and heat-producing load per square foot of Tenant's 
gross floor area, unless specifically noted otheiwise. Tenants with the 
suite prefix J or Q, and as shown on the Mall Zone Plan as Zones 3 
and 7 on the following pages, have Landlord HVAC equipment 
designed for 3.5 watts of lighting and heat-producing load per square 
foot. Tenant's Engineer shall verify that the cooling, heating and 
ventilation loads are within the capacity of the existing VAV terminal 
unit in Tenant's space and notify Landlord in writing of any additional 
cooling or ventilation required. The methods used to provide additional 
cooling or ventilation shall be approved by the Tenant Coordinator. The 
design and implementation shall be Tenant's responsibility, at Tenant's 
sole expense. 

5) Landlord has provided one temperature sensor and 25 feet of wire for 
each VAV terminal unit. Temperature sensors are to be installed by 
Tenant in an accessible location which will not be obstructed by any 
merchandise or appliances, or adjacent to light fixtures or other heat 
producing elements. Monitoring and adjustment is provided by a 
Building Energy Management System (Staefa) controlled by Landlord 
and located with the Mall Manager. Tenants in suites prefixed J and Q 
are to coordinate Staefa hook-up with Tenant Coordinator. Energy 
Management System hook-up and interface is at Tenant's expense. 

6) All acceptable air, as determined by Landlord, shall be returned to the 
Landlord's return air system. Tenant shall not obstruct the Landlord's 
return air plenums. 

Tenant's Responsibilities With Landlord's System 

I) Tenant's mechanical installation shall be completed per local codes and 
shall include: 


a) 


Final air distribution, from VAV terminal discharge, per Sheet 
Metal & Air Conditioning Contractors National Association 


(SMACNA) low velocity standards and details, including 
insulated supply air distribution to all supply diffusers. Most 
areas above Tenant's ceiling will be utilized as a return air and 
smoke evacuation plenum. Return air grilles shall be provided 
in Tenant's ceiling, sized for a maximum face velocity of 500 
fpm. A distribution system shall be furnished with all necessary 
air control dampers to properly control supply air. Tenant's air 
distribution system, including ductwork, diffusers, grilles, and 
register shall be designed such that the static pressure loss in 
Tenant’ distribution system does not exceed .25" W.G. It is the 
Tenant’s responsibility to confirm CFM, temperature and 
pressure of supply air available at Landlord's VAV terminal. 
Landlord is not responsible for any deficiencies unless notified in 
writing to Tenant Coordinator prior tenant construction. 

b) Tenant's Engineer shall review the construction documents to 
determine whether return ductwork is required, as in the older 
sections of the Mall or in spaces with prefix J or Q. If required, 
then the ductwork shall be installed per SMACNA low velocity 
standards and details, including insulated return air ductwork 
from return air grilles provided in Tenant's ceiling and sized for 
a maximum face velocity of 500 fpm. 

c) Ceiling access panels are required for future service of the 
variable volume terminal unit. All access is to be according to 
all safety ordinances and local governing codes. Removable lay- 
in tile type ceilings installed directly below variable volume 
terminal will be acceptable access. All other types of ceilings 
shall be provided with access panels. Concealed spline ceilings 
shall include access panels. 

(HVAC Continued) 

d) Tenant shall balance the low velocity distribution system and 
submit a copy of the certified air balance report, by an 
independent HVAC Contractor approved by Landlord, to the 
Tenant Coordinator for approval prior to Landlord's final 
acceptance. 



I) If required by Tenant's type of business, or in the event Tenant's design 
load calculations require the need for independent or additional HVAC 
rooftop units, larger ductwork, larger variable volume terminal boxes, 
makeup air or exhaust fans, then it shall be Tenant's responsibility to 
notify the Tenant Coordinator. Tenant is fully responsible for all costs 
due to any change in the Landlord's system or any independent or 
additional mechanical requirements. 

a) General requirements for Food Court Tenants or Tenants 
providing their own additional mechanical systems. 

(i) Tenant will engineer and pay for its own additional 
mechanical systems design and installation. Tenant 
shall design, balance and install complete systems 
within Tenant’s space. It is essential that Tenant's 
Engineer completely familiarize itself with the Mali's 
mechanical systems and all regulations pertaining to 
that system. The design of such a system, including 
the location of all rooftop equipment, is subject to 
Landlord's approval prior to installation. Such approval 
does not warrant performance of Tenant's system, nor 
does it warrant Tenant's engineering. Tenant's 
mechanical installation shall be complete per all 
governing codes. 

(ii) Landlord shall approve the location of any Tenant 
required duct shafts located outside Tenant’s space. 
All such shafts shall be constructed with a one-hour 
fire-rated enclosure, at Tenant's expense. 


(iii) At Tenant's written request and expense and based 
upon approved plans, Tenant's Contractor shall 
contract with Landlord's roofing Contractor to provide 
flashings, patchings, etc., necessary to maintain the 
integrity and warranty of the roof. Rooftop equipment 
must be attached to a curb to satisfy seismic 
conditions. 

fiv) Tenant will provide complete electrical power to new 
mechanical equipment from Tenant's electrical panel 
within Tenant's space. 

(v) Tenant shall provide Staefa controls for all supplemental 
HVAC equipment and contract with Landlord's 
contractor to interface with Landlord's computer. All 
Tenant-supplied air conditioning equipment controls 
shall interface with the Landlord's Smoke Control 
system. Reference TCM Section V, Drawing S5. 

(vi) Electric motors shall be designed to latest National 
Electrical ManufacturersAssociation (NEMA) standards. 
Motors rated at '/> horsepower and above shall be 3- 
phase, 208 volt. Motors ated less than V 2 hp. Shall be 
single-phase, 120 volt. 


(HVAC Continued) 

(vii) Food Court Tenants shall design their HVAC Systems in 

accordance with the standards in this Manual. 
Reference TCM Section V. Drawings S3 and S5. 

(viii) Tenant shall provide rooftop "traffic pads” around all 
Tenant supplied rooftop mechanical systems. 


Toilet Exhaust 


All additional toilet room exhaust fans must be provided with a back draft 
damper and connected to a separate system provided and installed by 
Tenant. 

Exhaust air that is exhausted to the atmosphere and exceeds ten percent 
of the total supply air quantity to Tenant's space will require an additional 
make-up air unit, which shall be supplied and installed by Tenant at its sole 
expense. 

Air Conditioning 

System requirements for Food Court Tenant or other Tenants providing 
their own additional air conditioning systems. 

All air distribution systems shall be in accordabnce with SMACNA (Sheet 
Metal and Air Conditioning Contractors National Association) low velocity 
standards and details, including air supply, return air distribution to all 
supply and return registers. The distribution system shall be furnished with 
all necessary air control devices to properly control supply and return air. 

Tenant shall provide fire and smoke control dampers as required by code. 
Provision shall be made for sufficient access to each fire damper. All fire 
dampers must be approved for use in Spokane by code compliance and 
carry evidence of UL approval. Fire dampers shall not be installed in 
openings and ducts which serve as a part of the smoke control system or 
plenum. Refer to TCM drawing S5 for exceptions. 

Mechanical equipment to be installed by Tenant must conform to the 
following noise and vibration limits: 

(a) New equipment must not produce sounds in any spaces which exceed 
40 dba. 


(b) New equipment must be on an adequate reilient isolation system to 
provide at least 95% efficient vibration isolation of all frequencies 
generated by the machinery or equipment. 

(c) The smoke detector(s) within Tenant's space shall be supplied and 
installed by Landlord's Contractor, at Tenant's expense. 

(d) Any additional HVAC equipment recirculating 2,000 CFM or more air will 
require a smoke detector, provided and installed by Tenant, and wired 
to the fire alarm system by Landlord's Contractor, at Tenant's expense. 

Gas Service 

Tenant's Contractor shall install and extend gas piping from the gas meter 
base located in the Meter Room to Tenant's Premises as directed by Tenant 
Coordinator. Gas piping shall be of welded construction, except for the final 
connections to the meter and equipment. Any gas piping on the roof shall 
be installed as directed by the Tenant Coordinator and shall be supported 
on treated wood blocking by Tenant's Contractor. Gas is available for 
Tenants other than Food Court Tenants as directed by the Tenant 
Coordinator. 

Tenants using gas for cooking must run gas piping vertically through 
plenum space above the ceiling in a sleeve vented to the outside air. All gas 
piping in Tenant's space must be exposed. 

Tenant shall obtain a gas meter with remote digital reading head from 
Cougar Mechanical at (509) 484-6420. Installation of the meter and remote 
reader, as well as the gas connection shall be by Tenant's Contractor and 
at Tenant's expense, as directed by the Tenant Coordinator. 

Food Tenants with exhaust hoods shall provide a gas interlock to shut off 
the gas supply to their equipment when the fire suppression system is 
activated, as required by code. 


Return Air Plenum 


The ceiling attic plenum must be used as a return air plenum. Return air 
duct work is not allowed. The plenum is constructed of non-combustible 
materials. No sprinkler coverage is necessary in this area if a ceiling system 
has been installed and no combustible materials have been used during 
construction. 

Electrical Systems 

According to the County of Spokane and the Washington State Building 
Code, Tenants are required to fully comply with the Non-Residential Energy 
Code (NREC). A copy of the NREC code has been included as a part of this 
manual for the Tenant's information. 

Except for Food Court Tenants, Landlord has provided conduit only from 
the Utility Company meter base to within the vicinity of Tenant's space. 
Landlord will supply, if available, a surface-mounted 100 amp, 3-phase, 4- 
wire main lug only panel board, to be installed by Tenant, with 30 circuit 
capacity for Tenant's permanent power. Seivice voltage will be 120/208 
volt, 3-phase, 4-wire. Any upgrade of this basic electrical service, or re¬ 
routing of feeder conduit, if required by Tenant's layout, will be at Tenant’s 
expense and approved by the Tenant Coordinator. 

For Food Court Tenants, Landlord will furnish and install a single 2" conduit 
from the meter base to Tenant's space only. Service provided for Food 
Court Tenants is 120/208 V, 3-Phase, 4-Wire. Any upgrade of this basic 
electrical service shall be provided by Tenant's Contractor, at Tenant's sole 
expense and approved by the Tenant Coordinator. 

Electrical Materials Standards for Tenant Provided Material. 

a) Electrical materials shall be new, shall meet NEC standards, shall bear 
the UL label, and shall be compatible with the general architectural 
design. 


b) All Tenant branch circuit wiring shall be soft-drawn ANNEALED COPPER 
WITH COLOR CODED INSULATION. Branch circuit wiring used 
underground or in wet locations shall be XHHW or THWN insulation. 
Branch circuit conductors shall not be smaller than No. 12 AWG. 
Communication, signal and control wiring shall be sized in accordance 
with equipment manufacturer's recommendations. 

c) Disconnects shall be either fusible or non-fusible, as required. 
Disconnects shall be heavy duty, NEMA type, as required. 

d) Lighting fixtures shall bear the Underwriter's Laboratories (UL) label. 

e) Electrical motors shall be designed to the latest NEMA standards. 
Motors rated at A horsepower and above shall be 3-phase, 208-volt. 
Motors rates less than A hp. Shall be single phase, 120-volt. 

f) Ballasts shall be an energy saving type. 

g) Conduit shall be GRS, IMC, EMT or flexible steel. 

h) Devices shall be specifications grade. 

i) All conductors shall be terminated in proper terminals and shall be in 
conduit. 


Water heaters shall be supplied and connected by Tenant to Tenant's 
electrical system. Gas hot water heaters are not allowed except for food 
service or hair salon locations. 

Tenant shall provide a light and convenience outlet near all Tenant's 
mechanical equipment above Tenant's fixed suspended ceiling. The switch 
for lights shall be located near the access panel ceiling space and shall have 
a lighted toggle for ease of location. 

All electrical work shall be installed so as to be readily accessible for 
operating, servicing, maintaining, and repairing. Hangers shall include all 
miscellaneous steel, such as channels, rods, etc., necessary for the 
installation of the work. Fasten hangers to steel, concrete, or masonry fixed 


elements only. Tenant shall not fasten or suspend products from 
mechanical work or roof deck. 

Tenant's calculated load will be based upon the sum of: 

a) 125% of the connected lighting load. Lighting loads for fluorescent 
and/or high intensity discharge fixtures shall be computed using rated 
lamp wattage and ballast, plus 10% power factor correction rounded 
off to the nearest volt amperes. 

b) ) 00% of receptacle load up to IOKW; 50% of receptacle load above 
I0KW. 

c) 65% of the kitchen equipment load, including refrigerators, freezers, 
etc., rated greater than 2KW. 100% for kitchen equipment, including 
refrigerators, freezers, etc., rated 2KW or less, in accordance with the 
NEC. 

d) Miscellaneous loads + i 00% including hot water heaters, etc. 

Equipment. Manual motor starter with overload protection may be used 
for fractional horsepower motors. All starters shall be provided with 
overload protection in each phase. Phase loss protection is strongly 
recommended. Magnetic motor starters shall be used for integral 
horsepower motors. 

Fire Alarm 

A Fire Alarm System is provided by Landlord for the entire Mall. Smoke 
detectors shall be installed as required in each Tenant space. Food Court 
Tenants shall provide heat sensors and HVAC system interlock connection. 
All Fire Alarm work shall be performed by the Landlord's Contractor at 
Tenant's expense. 

Tenant shall be responsible for contracting directly with Avista Corporation 
for installation of service and the meter at the Landlord-provided meter 
base. 


Tenant shall furnish and install all electrical materials, which shall include at 
least the following: 

a) Tenant's Contractor will extend conduit, provide conductor, connect 
mam service to the meter base and provide required disconnect breaker. 

b) Circuit breakers with minimum interrupting rating shall be twenty-two 
thousand (22,000) AIC, RMS and match the panel board provided by 
Landlord. 

c) All branch circuit wiring, conduit, bses, receptacles, lighting, fixtures, 
lamps, clocks, signage, grounding, etc., shall provide a complete 
operating system. 

d) Security equipment with conduit and outlets, if desired. 

e) Exit lights and emergency lighting. 

f) Disconnecting means for signs or outline lighting per latest adopted 
version of the NEC. 

Telephone 

Tenant shall be responsible for consulting with the telephone company and 
arranging for service from Landlord's designated point to its prospective 
location. Telephone service from the designated service point to Tenant's 
space shall be by the Tenant. Any exposed cable in the ceiling plenum shall 
be teflon coated. 

Lighting 

Lighting power for retail stores is limited by the Washington State Non- 
Residential Energy Code (chapter 11 and following), based on store gross 
floor area. The 1994 edition takes effect April i, 1994 and establishes 
provisions and procedures for compliance. Tenant should obtain this code 
prior to beginning store lighting design. The code can be obtained from: 
Building Code Council (206) 753-5927. 

Fluorescent lighting fixtures shall utilize high power factor energy saving 
thermally protected ballasts, suitable for use with either rapid start lamps or 
slimline lamps. 


Appropriatelysized copper conductors must also be provided by the Tenant 
and must be continuous with no splices between the switch gear in the 
distribution room and the panels in the Premises. Branch circuits must be 
installed in galvanized EMT using #12 AWG minimum copper wire with 
type TW, THW, or THNN-THWN insulation. No non-metallic conduit may 
be used for branch circuit work. 

Color Coding - Wire and cable color coding must be in accordance with the 
following schedule and must identify the same phase throughout the 
system from the service switch or transformer through all branch circuitry. 

120/208 Volt Systems 
Phase A - Black 
Phase B - Red 
Phase C - Blue 
Neutral - White 

120/208 and 120/240 volt lighting and receptacle panels may have either 
bolt-on or plug-in type circuit breakers and must have main line protection. 


Multiple loads must be protected by multiple circuit breakers with a 
common trip and single handle. Handle ties and trough clips and pins are 
not permitted. 

Plumbing System 

Water 


Landlord has provided a cold water line within the ceiling plenum near the 
Tenant's space. 


All food tenants and high water consumption tenants shall make the 
connection to the Landlord-furnished domestic cold watersupply, install a 


remote reading meter and locate the digital reading meter head, calibrated 
per 100 cubic feet, as directed by the Tenant Coordinator. 


Tenant shall design and install all facilities and extensions ofseivice within 
its premises. 

Sanitaiv Sewer 

Landlord shall provide a sanitary sewer branch line below the slab near the 
Tenant's space. Tenant shall design and install all sanitary waste facilities 
and necessary extensions of service. 

Sanitary Drainage 

Piping and main pipes shall be service weight cast iron. Branch drain pipes 
and vent pipes two inches (2") and small may be galvanized steel pipe, 
copper tube D.W.V. weight or heavier. Clean-outs as required by 
applicable codes shall be installed at a spacing not to exceed 75 linear feet. 
No clean-outs shall be permitted above suspended ceilings and shall be 
terminated flush with the finished floor or wall. 

Plumbing Vent Riser 

Tenant shall not penetrate the roof membrane with vent risers. Tenantshall 
design and install all extensions of vent lines to Landlord-provided vent 
risers. 

Water Heaters 


Tenant's water heaters shall be electric and shall be equipped with U.L. 
approved temperature and pressure reliefvalves piped to drain. Note: Food 
Tenants must use gas water heaters. Tenantshall provide a relief dram line 
to Tenant supplied floor drain. If the water heater is installed above floor 
elevation, it must sit in a galvanized pan. Reliefvalves must drain into pans 
and a drain line shall be provided from the pan to the floor drain. Hot water 


heaters may be bracketed off or suspended from the existing structure, 
exterior, or demising walls with Landlord's approval. 

Food Court Tenants 

Front Service Counters - Food court tenants must install their front seivice 
counter in accordance with the criteria provided in the following section of 
drawing details. 

Fire Protection - The fire extinguisher systems in food preparation area must 
be UL approved CO 2 or dry chemical pre-engmeered systems with the 
following features: 

• Protection of the hood and duct. 

• Surface protection for deep fat fryers, griddles, broilers, and ranges. 

• Automatic devices for shutting down fuel or power supply to the 
appliances with surface protections with a manual reset. 

A readily accessible means to manually actuate the fire extinguishing 
equipment must be provided in the exit path and clearly identified. 

Grease Interceptor Systems 

A grease interceptor system has been installed for all food court tenants 
Exact locations and sizes must be field verified by the Tenant. 

Doors, Frames, Hardware 

Landlord, in its original construction, may have furnished and installed 
minimum 3'-0" x 7'-0" service door at exterior building wlals with dead bolt 
to th exterior where required by Code. Landlord supplied hardware or an 
equivalent substitute on exterior service doors is as follows: 


3 Pr. Hinges 
I Lockset 


FBBI91-32D 41/2x41/2 NRP STANLEY 
SA 464 320 SARGENT 


PEMKO 


I Threshold 171A-36" 

I DoorBottom I8062CP-36" PEMKO 

I Roll Gasket S88D-17' PEMKO 

I Ram Drip 345A-36" PEMKO 

The Tenant must supply and install an automatic closer. All hardwaremust 
be identified on the Tenant's plans. A lockguard and a latch must be 
installed on exterior doors. If used as an exit from the Premises, the Tenant 
must install hardware that meets or exceed the Spokane County and UBC 
requirements. The Tenant is also required to install all panic hardware and 
any additional hardware as required. 


Floor Tile 

The specification for the floor tile in the mall common area is: 

• Detroit 

• Melbourne - Black - White 

• 8" x 8" 

Contact the mall management to purchase mall tile. 

Permits Required 

The following permits are required: Building, Electrical, Plumbing, 
Mechanical, Sewer Connection Fee, and Sign permit. 

Contractor's Insurance Certificate 


Insurance policies must name additional insured as follows: 


Price Spokane Limited Partnership 
Price NT L.L.C. 

Price Development Company, Limited Partnership 
GGP Acquisition L.L.C; 

GGPLP, L.L.C. 

GGP Limited Partnership General Growth Properties, Inc.; General Growth 
Management, Inc. 

Sign Criteria 

This criteria shall govern the design and installation of all signs installed by 
the Tenant at any time in conjunction with the provisions of the Tenant's 
Lease Agreement. The criteria are subject to revisions by Landlord. The 
Landlord's interpretation of the criteria shall be final and governing. Any 
references herein to the mall shall be deemed references to the enclosed 
mall of NorthTown Mall. 

I) Primaiy Storefront Signage 

a) All signs must be illuminated and be connected to the Tenant's 
electrical service on a time clock circuit. Signs are to be illuminated 
only during mall business hours. 

b) Signs shall be located on the Tenant's storefront only. Each 
Tenant will be permitted one (I) sign, with the exception that a 
Tenant fronting on two or more malls or courts will be permitted 
one (I) sign per mall frontage. No sign, or any portion thereof, 
shall project above the parapet, soffit or top of wall upon which 
it is mounted. 

c) The maximum horizontal dimension of the lettering shall not 
exceed seventy percent (70%) of the lease frontage (measured in 
a straight line without recesses) nor be less than three feet (3 1 ) 
from nearest adjacent Tenant's Lease Line. The total sign area 
(rectangle enclosing each group of letters, symbols, etc.) shall not 
exceed fifteen percent (15%) of the area of the storefront. 


d) The minimum total square footage of the sign shall be no less than 
40% of the sign band area or as specifically approved by the 
Landlord. 

e) Sign height shall not exceed thirty inches (30"). 

f) Signage wording shall be limited to the Tenant's trade name and 
shall not include a specification of merchandise sold or seivices 
rendered. Logos may not be used without prior written approval 
of the Landlord. 

g) Signs shall not project beyond the storefront line more than two 
inches (2") if less than eight feet (S') above finished floor, or project 
more than six inches (6'j if greater than eight feet (8 1 ) above the 
finished floor. 

h) Signs must comply with all applicable governmental codes and 
regulations, and must bear the Underwriters Laboratories (U.L.) 
label. The label must be affixed to the sign and shall be placed in 
a location so as to not be visible from the common area. 

i) The Tenant is responsible for compliance with all governmental 
criteria, permits, and fees. 

j) Manufacturer's labels are not allowed on signs. 

k) Attachment devices, bolts, clips, threaded rods, fasteners, tubes, 
raceways, conduit, and other mechanisms must be concealed from 
view. 

l) The Tenant is responsible for access panels and/or catwalks 
required to service sign equipment. Access panels are not 
permitted underneath the storefront entry soffit. All access panels 
must be concealed and located on the backside of the soffit. 

m) Except as provided herein, no advertising placards, banners, 
pennants, names, insignia, trademarks, or other descriptive material 
shall be affixed or placed on the glass panes orsupports of the shop 
windows and doors. 

n) The following types of signs or sign components are allowed; 

(i) Reverse channel, halo-illuminated letters. 

(ii) Exposed, double tube neon recessed in open metal channel 
letters. 


fiii) Internally illuminated routed fascia with plexiglass letters 
pushed through to a minimum of Vi exposure. 

(iv) Edge-lit, sandblasted glass with a continuous light source (no 
spot lights). 

(v) Cast metal letters set off the fascia surface a minimum of 3/4", 
and externally illuminated. 

(vi) Threshold signs installed flush into the flooring. 

(vii) Metal leaf on glass. 

(viii) Silk screened on glass. 

(ix) Other types of creative and well-designed signs specifically 
approved by the Landlord. 

(x) Externally illuminated signs are subject to the Landlord's 2 
approval. Fixture cut sheets must be submitted with sign 
drawings. 

o) Skeleton neon may be used as an accent or trim and may not 

comprise the Tenant's entire sign. 

(i) The back half of the skeleton neon must be blackened out to 
reduce glare. 

(ii) Neon must be backed by a non-refiective solid shape or 
surface. 

(Hi) All neon must be installed with a rheostat control for Landlord 
adjustment. 

p) The following types of signs or sign components are not allowed: 

(i) Internally illuminated plexiglass-faced channel letters. 

(ii) Standard box or cabinet signs surface-mounted on the 
storefront. 

(iii) Box or cabinet signs with fiat vinyl or painted letters. 

(iv) Animated, scintillating, flashing, audible, odor or smoke- 
producing signs. 

(v) Signs employing exposed raceways, ballast boxes or 
transformers. 

(vi) Signs identifying leased department or concessionaires 
contained within the Premises. 

(vii) Signs perpendicular to the face of the storefront. 

(viii) Internally illuminated awnings. 


- 19 - 


(ix) Vacuum-formed or injection-molded signs. 

(x) Exposed skeleton neon applied directly to fascia element. 

(xi) Temporary or sales signs attached to the storefront 
glazing. 

(xii) Paper, cardboard, styrofoam, or foam core signs. 

(xiii) Freestanding tripod signs. 

(xiv) Credit card and advertising placards, decals, stickersor 
trademarks. 

(xv) Signs with visible manufacturer labels. 

(xvi) Carpet or rubber entry mats with signage. 

General Specifications and Requirements 

p) Exposed neon lighting will be allowed, at the Landlord's sole 
discretion, on signs, symbols or decorative elements. If exposed 
neon lighting is allowed, the Tenant shall conform to the Landlord's 
criteria for such installation. 

q) All conductors, transformers and other equipment shall be 
concealed. The location of all openings for conduit and sleeves in 
the sign panel of the Tenant's storefront shall be indicated by the 
sign contractor on drawings submitted by the Tenant to the 
Landlord for approval. The Tenant's sign contractor is required to 
install the sign in accordance with the approved drawings. 

c) Electrical service to all signs shall be connected to the Tenant's 
electric seivice and not be part of the common area construction or 
operation costs. 

d) All signs, bolts, fastenings and clips shall be of hot dipped 
galvanized iron, stainless steel, aluminum, brass or bronze. No 
black iron materials of any type will be permitted. 

e) The Tenant shall be fully responsible for the actions of its sign 
contractor. 

f) Floor signs, including inserts into hard surface flooring materials, 
shall be permitted within the Tenant's lease 

line inside of its storefront, but only if first approved by 
Landlord. 


g) No sign shall exceed a maximum brightness of one hundred (100) 
Lamberts. 

h) No light leaks, hums or flickers shall be permitted. 

Additional storefront window signage is allowed subject to the 
following criteria: 

a) Maximum area of window signage is 144 square inches. 
bjSignage may consist of either the Tenant's logo or the Tenant’s 
trade name and be applied directly to the storefront glazing, 
c) Signage must be applied directly to the interior of the glass surface 
and be free of flaws and air bubbles. 
djPainted, silkscreen, metal leaf or individual reverse cut vinyl letters 
are allowed. 

e) StatJC-type signage is not allowed. 

f) Signage printed on a clear plastic background is not allowed. 
gjWmdow signage may not be sand blasted, acid etched or 

permanently integrated into the glass. 

Rear Service Door Signage 

a) If the Tenant has a rear service door for receiving 
merchandise, the Tenant shall provide and install a 
permanent rear doorsign with the Tenant's name and space 
number. The sign must be of the same material type as 
similar signage existing in the mall and the lettering size shall 
be two inches (2") high. At the Landlord's option, the 
Landlord may provide the rear service door sign at the 
Tenant's expense. 

Exterior Signs 

a) The Tenant shall not be required, nor shall the Tenant be 
permitted, to have an exterior sign. An exterior sign is defined 
as one that can be seen from the exterior common areas or 
adjacent streets. 


Administration and Application 


a) The Tenant shall submit two (2) sets of manufacturer's sign 
drawings for the Landlord's written approval prior to installation of 
its sign. The drawing submittal must include: a storefront elevation 
with the sign shown to scale, a section drawing of the sign, all 
dimensions, letter style and type, materials and colors, mounting 
details and installation method. The Tenant may not install any 
signs without first obtaining the written approval of the Landlord. 
Signs which vary in any way from that which has been approved 
by the Landlord will not be allowed. The Tenant understands that 
non-conforming signs may require the consent of certain major or 
anchor tenants in addition to the consent of the Landlord. The 
Tenant also understands that major or anchor and certain other 
tenants may not be required to comply with all, or certain portions 
of, the provisions of this sign criteria. 

7) Responsibility 

a) All signs, permits and related electrical hookup and installation costs 
shall be the Tenant's responsibility. The Tenant shall repair any 
damage to the Premises caused by the work of the Tenant's sign 
contractor. 

b) The Tenant is required to maintain its signage in good working 
order at all times. Upon termination of the Tenant's Lease, the 
Tenant is responsible to remove the sign from the storefront and 
repair the sign band to a like-new condition. 


NON-RESIDENTIAL ENERGY CODE 


WASHINGTON STATE 
NON-RESIDENTIAL CODE 
(NREC) 

The Washington State Building Code Council, adopted the 1994 Non- 
Residential Energy Code (NREC), and made it effective April I, 

1994. The 1994 NREC is an amended version of the 1986 Washington State 
Energy Code. The code has been simplified in hopes of attaining a better 



over all compliance and understanding. The 1994 NREC has additionally 
been reformatted into three sections: The building envelope, building 
mechanical, and building lighting requirements have been placed into 
individual chapters for ease of utilization by the difference design groups 
involved in building design. 

An important new feature for the 1994 NREC is the implementation of 
enforcement alternatives available to the Building Official. Utilities, Building 
Officials, and the private sector are working together in an effort to 
streamline the implementation and enforcement process. In past months 
these groups have developed several options for enforcement of the NREC. 

Spokane County Division of Buildings, working with local utility 
representatives and the City of Spokane, is endorsing an option referred to 
as "SPE/SI". SPE/SI stands for "Special Plans Examiner/Special Inspector.". 
The general concept behind SPE/SI is similar to other special inspector 
programs such as those used for steel, concrete or soils inspections. 
Owners/applicants/or agents are responsible for contracting directly with 
a Special Plans Examiner/Inspector for plan review and inspection services 
with regard to the 1994 NREC. 

A Special Plans Examiner or Special Inspector (SPE/SI) is an individual who 
has applied for the designation through the Washington Association of 
Building Officials (WABO), passed a comprehensive exam administered by 
the International Conference of Building Officials (ICBO), and a credential 
review conducted by (WABO). All SPE’s and Si's used in this system must 
be approved by the local building department. WABO will maintain an 
ongoing list of qualified SPE/SI's. To receive a copy of this list, contact the 
Washington Associated of Building Officials (WABO) at (206) 
586-6725. 

To reemphasize, Spokane County Division of Building will not be providing 

plan review or inspection services for the' 1994 Non-Residential energy 


code. The tenant/applicant/or agent will contract directly with the SPE/SI 
for these services. 


Procedurally the applicant shall: 

• Employ and pay for the services of SPE/SI's. 

• Supply complete and accurate drawings to the SPE. 

• Submit evidence of a cooperative agreement with an SPE/SI to the 
Division of Buildings prior to permit issuance . The attached 
"Acknowledgment" form may be used for this purpose. The 
agreements) need(s) to address both plan review and project 
inspection services. 

• Request SI field inspections at appropriate times. 

• Provide direct access to all inspection areas and/or components. 
■ Notify building official of SI approval by submitting appropriate 

documents. Upon completion of the project and prior to 
Certificate of Occupancy issuance, a final report generated by the 
SPE/SI must be submitted to the Division of Buildings. The 
attached "Final Report" can be utilized by the project inspector for 
this purpose. 

• Maintain an accessible, on-site repository for records. 

► Approved plans, specifications, materials, documents. 

► SPE/SI records and documents. 

► Change Orders. 

The attached "compliance forms” can be utilized by the SPE/SI as an aid 
in providing plan review/inspection service. For questions regarding the 
1994 NREC requirements, or the SPE/SI program, or any future training 
needs, the following "Who's who" list of contract organizations along with 
phone numbers is provided for your use. 

NOTE: Applicants can avoid extra charges for plans examination if they use 
the compliance forms which are available for each of the three difference 
energy code systems (envelops, mechanical, lighting). Examples of these 
forms and checklists are located in Appendix "A" and should also be 
available from the local building department or Building & Design 2000, 
(206) 682-2800. 


- 22 - 


ALL TENANTS OF NORTHTOWN MALL WILL BE REQUIRED TO UTILIZE THE SERVICES OF THE FOLLOWING NREC SPECIAL PM\NS EXAMINER AND NREC 
SPECIAL INSPECTOR. PLEASE CONTACT THEM DIRECTLY FOR PLAN REVIEW AND INSPECTION. 


NREC Special Plans Examiner (SPE): 

Mr. Thomas Gerard 
Thomas J. Gerard & Associates 
2801 N. Monroe 
Spokane, WA 99205 
(509) 328-2771 

NREC SPECIAL INSPECTOR: 


Mr. Joseph E. Schad 
TechCon, Inc. 

1230 E. Front Street 
Spokane, WA 99202 
(509) 2363-0406 
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SPECIAL PLANS EXAMINER/SPECIAL INSPECTION 
ACKNOWLEDGMENT FORM 


The referenced project requires special plans examination and/orspecial inspection in accordance with county policy, and the requirements of the Washington 
State Nonresidential Energy Code (NREC). Please acknowledge below and return to the issuance of the permit. If separate agencies/individuals are 
performing plans examination and special inspection services, separate forms will be required. 


Date: 

Project Address:_ 

Project Name:_Project No.:_ 

Project Owner:_ : _Phone:_ 

SPE/SI/Utility/Etc.:_Phone:_ 

Address:_ 

Contact Name/Phone:_ 
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STATEMENT OF UNDERSTANDING 


We hereby acknowledge that we have been engaged by_for the purposes of conducting □ plan review 

and/or □ field inspection (check as applicable) on the referenced project pursuant to the provision of the 1994 Washington State NREC as it relates to the 
above referenced project, and that we are aware that as a Special Plans Examiner/Special Inspector, duties and responsibilities as set forth in the SPE/SI 
program policies and handbook include (check below as applicable): 

• Review and approve project plans for: □ Envelope □ Mechanical a Lighting 

• Observation and approval of: □ Envelope □ Mechanical □ Lighting 

All discrepancies shall be brought to the immediate attention of the designer/contractor for correction, then, if uncorrected, to the proper design authority 
and the building official. In addition, a final signed report is required to be submitted prior to the issuance of a Certificate of Occupancy. This report must 
state whether the work and the project was, to the best of our knowledge, completed in conformance with the approved plans and specifications and the 
applicable provisions of the Washington State NREC. Any work identified as not being in conformance is required to be brought into conformance, as is 
acceptable to the inspector, prior to the issuance of a Certificate of Occupancy. 

SPE/SI/Utility/Etc. Signature:__ 


Owner: 


Architect: 


SAMPLE FINAL REPORT 


(date) 


County of Spokane 
Division of Buildings 
1026 West Broadway 
Spokane, Washington 99260 

Re: Final Project Report 
(project name) 

(project address) 

(project number) 

Gentlemen: 

This is to conform that in accordance with County policy and the requirements of the Washington State Nonresidential Energy Code field inspection has been 
provided by the undersigned for the referenced project. 

Based upon our obseivations, it is ourjudgement that energy code-related work was performed, to the best of our knowledge, in accordance with the 
approved plans, specifications and the provisions of the Washington State Nonresidential Energy Code. 

Veiy truly yours, 


Special Inspector 


(Printed Name) 

Registration Expiration Date: 


cc: (client/owner) 

(General Growth Properties) 
(architect) 
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NREC CONTACTS AND INFORMATION 


Following are contacts regarding implementation and enforcement of the 1994 Nonresidential Energy Code. 

Association of Washington Cities/Washington Association or Countries. (206) 6382-2800 

Victoria Lincoln Energy Paula Fairchild 

Energy Project Coordinator Municipal Government Analyst 

1076 South Franklin 
Olympia, WA 98504 

Building & Design 2000 . (206) 682-2800 

Camilla Bishop Willy O'Neil 

Administrative Director Executive Director 

1301 5 th Avenue, Suite 1501 
Seattle, WA 98101 

HOTLINE NUMBER.I-800-235-TA4U 

Building <5 Design 2000 is working to establish a technical assistance hotline. In the meantime, for nonresidential energy code assistance, call the 
Washington State Energy Office's "TA4U" Hotline. 

Utility Code Group. (206)6344-4143 

Kevin Madison Will Lutgen 

Projects Director Executive Director 

4122 128 th Avenue SE, Suite 100 
Bellevue, WA 98006 

Washington Association of Building Officials. (206) 586-6725 

Blair Patrick 
Executive Director 
PO Box 7310 
Olympia, WA 98507 

Technical Assistance Service . (509) 325-44763 

Wayne Marquess 
Edward Fields 
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TENANT DESIGN DEPTH L LEASE LINE 



NOTES: 


1. A SINGLE OR DOUBLE DEMISING WALL MAY SEPARATE TENANTS. 

2. TENANT SPACE DIMENSIONS MAY VARY AS PER LOCATION. 

3. COLUMN LOCATIONS MAY VARY 

4. TENANT TO VERIFY EXISTING CONDITIONS. 

5. TENANT INTERIOR PARTITION LOCATIONS MAY VARY. 

6. TENANT SPACE MAY OR MAY NOT HAVE REAR ACCESS DOOR. AND LOCATION MAY VARY FROM SPACE TO SPACE 
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ALL SIGNAGE TO BE SELF ADHESIVE INDIVIDUAL VINYL 
LETTERS APPLIED DIRECTLY TO PAINTED DOOR. 
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RIO 





























3/4’ FINISH WOOD 
STRIP BY TENANT, 
PAINT BLACK 



TYPICAL DETAIL 
STOREFRONT AT NEUTRAL BAND 


R11 












WRAP PLASTIC AROUND 1X2 
AND SECURE TO WALL - 

PATCH, SMOOTH AND REPAINT 
NEUTRAL BAND UPON REMOVAL 

6 MIL CLEAR PLASTIC 

DUST ENCLOSURE -—- 

CONCEAL SHEET PLASTIC EDGE 


AN ACCESS THROUGH THE 
TEMPORARY STOREFRONT 
WILL NOT BE PERMITTED 
IF THE SPACE IS SERVED 
BY A REAR DOOR. 


TEMPORARY STOREFRONT 

(EXISTING CLOSURE) 

MOVE EXISTING PANELS OUT 
AS REQT). BUTT PANELS 
TOGETHER, NO TAPE REQUIRED. 
PATCH, SMOOTH AND REPAINT 
WITH RODDA #904 TAFFY WHITE 

TEMPORARY STOREFRONT 

(NEW PANELS) 

PROVIDE 3 5/8" METAL STUDS 
@ 24" O.C. WITH 5/8" GWB 
ON ONE SIDE. NO TAPE 
REQUIRED, PAINT WITH 
RODDA #904 TAFFY WHITE 


CONTINUOUS 1x4 WOOD BASE 
LENGTH AS REQUIRED TO 
HOLD PANELS IN ALIGNMENT. 
PAINT RODDA #659 "GENEVA". 

FINISHED FLOOR --h- 


MALL CEILING VARIES 
SEE ARCHITECTURAL 
DRAWINGS 





4-0" MAX. 


METAL STUD BRACE 
WITHIN 4' OF CORNER 
AND @ 4' O.C. 


ADJACENT 

TENANT 



PLAN VIEW @ 
NEUTRAL PIER 


LEASE LINE 


PLYWOOD OVERLAY 
TO PROTECT EXISTING 
MALL FLOOR TILE 
DURING CONSTRUCTION 
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TYPICAL SECTION 
TEMPORARY STOREFRONT 
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MALL STANDARD FINISHES: 


FLOOR TILE: THOMPSON TILE 'SPECTRA STONE 

PORF1DO’ B"x 8” (NOMINAL) PAINT: "RODDA", COLORS AS FOLLOWS: 


FIELD COLOR: 

#11, DETROIT 

PI: 

#715. RUSSIAN GREEN 

BORDER & BASE: #32, UNICOLOR BLACK 

P3: 

#904. TAFFY WHITE 

ACCENTS: 

#07, MELBOURNE 

P5: 

# 35, CHAMPAGNE BUBBLE 


#66, WHITE 
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TYPICAL ELEVATION 
TENANT STOREFRONT 
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TYPICAL PLAN DETAIL 
STOREFRONT AT NEUTRAL PIER 


R3 























TYPICAL SECTION 
TENANT STOREFRONT 


R4 














12-0" MAX. 
CEILING HEIGHT 
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TYPICAL SECTION 
DEMISING WALL AT EXTERIOR WALL OR CORRIDOR 
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1 III GENERAL GROWTH PROPERTIES, Inc. 

Northlown Mall 1 lrjd 110NorthWackerDrive 

Ji Jjli Chicago, Illinois 60606 


















• LEASE LINE 


BRACING AT 8' O.C, 
AND 4' FROM ENDS 






BOTTOM OF DECK ABOVE 


•DEFLECTION COMPENSATING 
TOP RUNNER ASSEMBLY 

■SECURITY SCREENING 
(IF REQUIRED BY TENANT) 
(TEMPORARY DUST CONTROL 
MAY BE REQUIRED) 


CEILING 


•3-5/8" X 20 GA. METAL 
STUDS AT 16" O.C. 

•5/8"- TYPE X G.W.B. 

PROVIDE BLOCKING FOR 
FIXTURE ATTACHMENT 

SILL TRACK 

PROVIDE POWER DRIVEN 
FASTENERS AT 24" O.C. 

TOP OF FINISHED 
CONCRETE SLAB 


TYPICAL SECTION 
SINGLE DEMISING WALL 
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BRACING AT 8' O.C. 
AND 4' FROM ENDS 



12-0" MAX. 


LEASE LINE 



1 
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c 


Date: 

3/16/94 


Scale: NTS 


TYPICAL SECTION 
DOUBLE DEMISING WALL 
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TYPICAL SECTION 
TENANT INTERIOR PARTITION - MINIMUM STANDARD 
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AT NEW CONSTRUCTION 



TYPICAL PLAN DETAIL 
COLUMN SURROUND 
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KEY NOTES: 


EXISTING VARIABLE VOLUME FAN TERMINAL UNIT BY LANDLORD.' VERIFY SIZE AND MAXIMUM CFM COOLING 
ON CONSTRUCTION DRAWINGS. VERIFY EXACT LOCATION. 

EXISTING TERMINAL UNIT AIR SENSOR HANGING ON SIDE OF TERMINAL UNIT BY LANDLORD. TENANT TO 
SELECT PROPER AIR SENSOR LOCATION AND FINAL MOUNT ON WALL 
EXISTING MAIN SUPPLY AIR DUCT BY LANDLORD. 

BUILDING RETURN AIR AND SMOKE CONTROL VIA CEILING PLENUM. 

LOW VELOCITY DISTRIBUTION DUCTWORK BY TENANT. MAXIMUM DUCT VELOCITY SHALL NOT EXCEED 1200 
FPM. DUCTWORK SHALL BE l" SOUNDUNED, WRAPPED OR DUCTBOARD. 

SUPPLY DIFFUSERS BY TENANT. FLEXIBLE DUCTWORK SHALL NOT EXCEED 12 FEET IN LENGTH. 

RETURN GRILLE/EGGCRATE BY TENANT. MAXIMUM FACE VELOCITY NOT TO EXCEED 500 FPM. 

EXISTING MAIN EXHAUST DUCT SYSTEM BY LANDLORD. SYSTEM SIZED FOR ONE TOILET PER TENANT AT 100 
CFM PER TOILET. NO SPARE CAPACITY EXISTS. 

TOILET EXHAUST GRILLE AND FLEXIBLE DUCTWORK BY TENANT. 

MINIMUM CLEAR RETURN AIR OPENING IN DEMISING PARTITION SHALL NOT BE LESS THAN 18" RUNNING THE 
ENTIRE LENGTH OF THE DEMISING PARTITION. 


HVAC SCHEMATIC 
TYPICAL RETAIL TENANT WITH RETURN AIR PLENUM 
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KEY NOTES: 

I. EXISTING VARIABLE VOLUME FAN TERMINAL UNIT BY LANDLORD.. VERIFY SIZE AND MAXIMUM CFM COOLING 
ON CONSTRUCTION DRAWINGS. VERIFY EXACT LOCATION. 

Z EXISTING TERMINAL UNIT AIR SENSOR HANGING ON SIDE OF TERMINAL UNIT BY LANDLORD. TENANT TO 

SELECT PROPER AIR SENSOR LOCATION AND FINAL MOUNT ON WALL 

3. EXISTING MAIN SUPPLY AIR DUCT BY LANDLORD. 

4. BUILDING RETURN AIR AND SMOKE CONTROL VIA RETURN AIR DUCTWORK. CEILING PLENUM IS NOT USED AS 
RETURN AIR PLENUM. 

5. LOW VELOCITY DISTRIBUTION DUCTWORK BY TENANT. MAXIMUM DUCT VELOCITY SHALL NOT EXCEED 1200 
FPM. DUCTWORK SHALL BE 1" SOUND LINED, WRAPPED OR DUCTBOARD. 

6. SUPPLY DIFFUSERS BY TENANT. FLEXIBLE DUCTWORK SHALL NOT EXCEED 12 FEET IN LENGTH. 

7. RETURN GRILLE/EGGCRATE WITH FLEXIBLE DUCTWORK BY TENANT. MAXIMUM FACE VELOCITY NOT TO 
EXCEED 500 FPM. 

8. EXISTING MAIN EXHAUST DUCT SYSTEM BY LANDLORD. SYSTEM SIZED FOR ONE TOILET PER TENANT AT 100 
CFM PER TOILET. NO SPARE CAPACITY EXISTS. 

9. TOILET EXHAUST GRILLE AND FLEXIBLE DUCTWORK BY TENANT. 

10. RETURN AIR OPENING IN DEMISING PARTITION IS NOT REQUIRED WITHIN DUCTED RETURN AREAS. RUNNING THE 
ENTIRE LENGTH OF THE DEMISING PARTITION. 

II. EXISTING RETURN AIR DUCT BY LANDLORD. 



HVAC SCHEMATIC 

TYPICAL RETAIL TENANT WITH RETURN AIR DUCTWORK 
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■ grease: pan under 

FAN 

SEE DRAWING S5 


KEY NOTES: 


HEATING/COOLING UNIT BY TENANT. 

TENANT TO SELECT PROPER AIR SENSOR/TRHERMOSTAT LOCATION AND FINAL MOUNT ON WALL. 

SUPPLY AND RETURN DROP BY TENANT. 

FOOD COURT SMOKE CONTROL VIA CEILING PLENUM. 

SUPPLY AND RETURN LOW VELOCITY DISTRIBUTION DUCTWORK BY TENANT. MAXIMUM DUCT VELOCITY SHALL 
NOT EXCEED 1200 FPM. DUCTWORK SHALL BE 1" SOUND LI NED, WRAPPED OR DUCTBOARD. 

SUPPLY DIFFUSERS BY TENANT. FLEXIBLE DUCTWORK SHALL NOT EXCEED 12 FEET IN LENGTH. 

RETURN GRILLE/EGGCRATE WITH FLEXIBLE DUCTWORK BY TENANT. MAXIMUM FACE VELOCITY NOT TO 
EXCEED 500 FPM. 

MINIMUM CLEAR AIR OPENING IN DEMISING PARTITION SHALL NOT BE LESS THAN 18" RUNNING THE ENTIRE 
LENGTH OF THE DEMISING PARTITION. 

LOCATE KITCHEN EXHAUST 10 FEET MINIMUM FROM AIR CONDITIONING OF MAKE-UP AIR UNIT. 

KITCHEN EXHAUST SYSTEM BY TENANT. 

KITCHEN EXHAUST MAKE-UP AIR REQUIRED TO BE INSTALLED BY TENANT. 

SMOKE EXHAUST G RILLE. SIZE FOR 4 AIR CHANGES PER HOUR OF TENANT SPACE. MAXIMUM FACE VELOCITY 
NOT TO EXCEED 500 FPM. 
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HVAC SCHEMATIC 
TYPICAL FOOD COURT TENANT 









KEY NOTES: 


1. MAIN TRUNK DUCT. 

2. LOW VELOCITY DUCT DISTRIBUTION. 

3. LOW VELOCITY TAP FOR TENANT CONNECTION. 

4. SINGLE INLET VAV TERMINAL BOX WITH DAMPER OPERATOR AND ELECTRIC SWITCH. FURNISHED AND 

INATALLED BY LANDLORD. 

5. TEMPERATURE CONTROL ELECTRIC WIRING WITH SPACE AIR SENSOR, FURNISHED BY LANDLORD, INSTALLED 
BY TENANT. 

GENERAL NOTES: 


1. TENANT TO VERIFY ALL EXISTING CONDITIONS. 

2. ITEM #3 ABOVE DOES NOT EXIST AT SOME LOCATIONS WHERE VAV BOX IS TAPPED DIRECTLY TO TRUNK DUCT. 



HVAC DETAIL 

CONNECTION OF TENANT HVAC TERMINAL 
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KEY NOTES: 


Tenant provided controls and wiring. 

Smoke detector, installed by the landlord's sub-contractor at tenants expense. 

TENANTS OTHER THAN FOOD COURT arc required to have a motorized dampered ceiling return air grill which is to evacuate 
air from the tenant space to the return air plenum should the mall smoke evacuation system be activated. Electrical connections shall 
be by the Landlord's sub-contractor at the tenants expense. Smoke evacuation is provided at the FOOD COURT by the landlord above 
tenant's ceiling. Tenant shall provide and install a minimum of one 2' x 2' eggerate return air grill in the ceiling. 

ALL INTERCONNECT WIRING REQUIRED BETWEEN THE TENANTS EQUIPMENT AND THE MALL SYSTEMS MUST BE 
DONE BY THE MALL’S CONTROL CONTRACTOR, AT THE TENANTS EXPENSE. 

a. FOOD COURT TENANTS, TENANTS WITH STAND ALONE SYSTEMS, OR TENANTS WITH AUXILLARY HVAC- 
arc to provide a 24 volt terminal strip to accept landlord installed control relay with normally closed contacts tnterwircd 
to their control system. The relay must be capable of completely shutting down the tenant's HVAC unit upon receiving 
a signal from the Mall Fire Alarm system. 

b. TENANTS WITH HOOD EXHAUST SYSTEMS- The tenant is to provide normally open contacts on the hood fan 
equipment, for interconnection with the Mall Fire Alarm System. 


INTERFACE WITH LANDLORD'S SMOKE REMOVAL SYSTEM 
FOR TENANTS USING INDEPENDENT OR SUPPLEMENTAL HVAC 
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RAIN SHIELD 


RD OF- 



'PROVIDE DRIP TUBE(S) 

AS REQUIRED TO ADAQUATELY 
DISCHARGE GREASE TO PAN 


1 HOUR DUCT ENCLOSURE 
BY GENERAL CONTRACTOR 


FREE AJR FLOW 


GALV SM GREASE DRIP 
PAN ALL AROUND KITCHEN 
EXHAUST FAN 


6" MIN AIR SPACE- 


16 GA DUCT 


GENERAL NOTES: 


EXHAUST FAN MUST BE U.L. APPROVED FOR USE WITH RESTAURANT EXHAUST APPLIANCES. 
ALL DUCT JOINTS SHALL HAVE A LIQUID TIGHT, CONTINUOUS EXTERNAL WELD. 


FOOD TENANT HVAC DETAIL 
KITCHEN EXHAUST FAN GREASE DRIP PAN 
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HVAC DESIGN FOR TENANTS USING LANDLORD'S SYSTEM 


Tenant: 


HEATING LOAD CALCULATIONS: 


Space #: 


The Landlord provides no heating other than normal morning warm-up. It is anticipated that 
Tenants will normally not require any additional heat, however if it is required, the Tenants Engineer must 
prepare Heat Load Calculations in accordance with normal industry standards to justify this request. 

COOLING LOAD CALCULATIONS: 

Tenants Cooling Load is to be determined through the following calculations: 


Area (SF) 


AT 2 x "U" = BTU/H 


FOOTNOTES: 

(1) Most Tenants will not encounter Wall or Roof Loads unless located directly adjacent to an exterior wall or located on 
the Second floor with ducted return air. 

(2) . T is Thermal Heat Gain based on Solar Exposure, Temperature differential, etc. 

(3) Lighting Load must NOT exceed the maximums set forth in the Wasliington State Energy Code. (TCM m.F.7.b.2)) 

(4) Total combined Lighting. Showcase lighting and Equipment Load may NOT exceed 5 watts per square foot unless 
supplemental Air Conditioning is being provided. (TCM m.F.5.d.4) 

(5) Equipment Loads shall include, but ore not limited to Cosh Registers, Computers, Audio/Video equipment, water heaters, 
sign transformers, etc. 

(6) Average Occupant Load should include both staff and anticipated customers. 

HVAC REQUIRED: 

CFM = IQTAL . CQ . Q . LINQ L QAP . = _ CFM 

HVAC PROVIDED BY LANDLORD'S SYSTEM: _ CFM. 

SUPPLEMENTAL HVAC REQUIRED BY TENANT: _ CFM. 

HVAC WORKSHEET 
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ELECTRICAL DESIGN TABULATIONS FOR TENANTS 


Tenant:_ 

ELECTRICAL LOAD CALCULATIONS: 



TOTAL WATTS 


NOTE: (1) Convenience outlets assigned to specific equipment should be counted as Equipment 


SERVICE REQUIRED: 


TOTAL WATTS -f- 360 = 


Scale: NTS 


ELECTRICAL WORKSHEET 























LOCATION: 
SERVING: ' 



REMARKS: 


PANEL SCHEDULE 


120/20B VOLTS 3 PHASE 4 WIRE 


LOAD DESCRIPTION 

KVA 

LIGHTS 

lilfrftj 

LIGHTS 

liWIfrl 

TRACK LIGHTS 


TRACK LIGHTS 


TRACK LIGHTS 

\tmm 

TRACK UGHTS 

IjlMiM 

TRACK UGHTS 

liHWl 

TRACK UGHTS 

lilWiM 

TRACK LIGHTS 

iliEttO 

TRACK UGHTS 

lilEESl 

TRACK LIGHTS 

lilEEii] 

TRACK LIGHTS 

lasaa 

TRACK LIGHTS 

IflEffii] 

TRACK LIGHTS 

lilMrffl 

TRACK UGHTS 

iilKffii] 

TRACK UGHTS 

iilEEiil 

TRACK UGHTS 


TRACK UGHTS 


TRACK UGHTS 


SIGNAGE 

WKiW 

SPARE 

— 



KVA 

LOAD DESCRIPTION 


SPARE 


SPARE 

B3 

RECEPTACLES 


RECEPTACLES 

mm 

RECEPTACLES 

W&M 

RECEPTACLES 

mm 

RECEPTACLES 

rzi 

SPARE 

warn 

RECEPTACLES 

■ail 

mm 

RECEPTACLES 

RECEPTACLES 

WBEMl 

RECEPTACLES 

mm 

mi 

RECEPTACLES 

RECEPTACLES 

wEm 

RECEPTACLES 

.9 

RECEPTACLES 

SPARE 

5 

SPARE 


SUBFEED 




— 


CONNECTED LOAD: 
DEMAMD LOAD: 

46.03 KVA AMPS 

52.02 KVA 144.38 AMPS 
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SAMPLE ELECTRICAL PANEL SCHEDULE 


























































